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Overview 
 

• 5 megapixel resolution        

• Day & Night with Adaptive IR LED 

• Auto Focus Lens with 3-9mm/F1.2-2.1, DC Iris,  

• WDR (74 dB) 

• 30 fps at 1920 x 1080  

• Weatherproof (IP67) and Vandal Proof (IK10) 

• Alarm Trigger, Video Motion Detection (3 Regions) 

• Video Insight VMS license included 

  

 

 
 

 

Technical Specifications 
 

  
 
  
 

 

 

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

  

Device  

Image Sensor: 1/3.2” Progressive Scan CMOS 

Min. Illumination: Color: 0.1 lux at F1.2 (30 IRE, 2400°K); B/W: 0 lux (IR LED on) 

Shutter Speed: 
1/5s to 1/2,000 s (manual mode) 

1/5 to 1/10,00s (auto mode) 

Slow Shutter: Yes 

Lens  

Focal Length / Aperture:  F3-9mm/F1.2 – F2.1, angle of view 85.7°~30.5° 

Wide Dynamic Range WDR (74 dB) 

Lens Mount:  Board Mount 

Iris:  DC Iris 

Focus:  Auto focus 

Mount Type: Board Mount 

Digital Noise Reduction: 3D DNR 

Video  

Compression: H.264, MJPEG, MPEG4 

H.264 Type:  Baseline Profile / Main Profile / High Profile 

Video Bit Rate: 28 Kbps – 6 Mbps (per stream) 

Audio Bit Rate: PCM, G.711U, G.726A 

Image  

Max. Resolution: 2592x1944 

Frame Rate: 
15fps (2592×1944, 2048x1536) 30fps (1920x1080, 1280x720,  800 x 
600, 640x480) 

Third Stream: 
Independent with Main Stream/Sub Stream, up to 20fps 
(2048×1536) 

Image Enhancement 
White balance: Automatic, hold, and manual; Brightness; Contrast; 
sharpness(auto);Auto gain control; Digital noise reduction; 
Flickerless 

Image Orientation Image flip and mirror 

Day/Night Switch: Auto/Day/Night 
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Technical Specifications 
 

Network  

Alarm Trigger: Video motion detection (3 regions); External device through digital input 

Protocols: 
TCP, UDP, HTTP, HTTPS, DHCP, PPPoE, RTP, RTSP, IPv6, DNS, DDNS, NTP, ICMP, ARP, IGMP, SMTP, FTP, UPnP, 
SNMP, Bonjour 

Security: 
IP address filtering; HTTPs encryption; Password protected user levels; Anonymous login; IEEE802.1X network 
access control 

Standard:  ONVIF, PSIA 

Interface  

Audio Input: Terminal Block 

Audio Output: Terminal Block 

Communication Interface: 1, Ethernet (10/100 Base-T), RJ-45 connector 

Digital Input: 2, Terminal block 

Digital Output 2, Terminal block 

Reset Button: Yes 

3-Axis Adjustment  Yes 

Local Storage: Micro SD  card slot, up to (32GB)  

General  

Operating Conditions:  -40°F ~ 122°F (-40°C ~ 50°C), 10%-85% RH 

Power Supply: 12 VDC ± 10% / PoE (802.3af) 

Power Consumption: Max. 9.24 W (built-in heater and IR on) 

IR Range: Approx. 130ft (40 meters) 

Approvals CE (EN 55022 Class B, EN 55024), FCC (Part15 Subpart B Class B); IP67, IK10, NEMA 4X 

Dimensions: 6.0'' x 4.5''  (152 mm x 114.5 mm) 

Weight: 2.77 lbs.  (1256 g) 

Warranty:  4 Year Advanced Replacement  

  Accessories: B-31-CMB                           B-210-FM                           B-31-GN                          B-31-MK                     B-OD-WM 

 

                                                             
 

    B-31-PM                             B-31-ST                            B-AD-WM 
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