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Notes

Please read this user manual carefully to ensure that you cathesgevice correctly and safely.
., The contents of this manual are subject to change without notice.

Do not install this device near any heat sources such as radiators, heat registers, stoves or other device
that produce heat.

Do not install this device neavater. Clean only with a dry cloth.

Do not block any ventilation openings aadsure proper ventilation around the machine.

Do not power off the device at normal recording condition.
., This machine is for indoor use only. Do not expose the machine inranoist environment. In case any
a2t AR 2NJ fAljdAR 3IS4G AyaiaRS (4KS YI OKAYySQa OFasSs
qualified technician.

Do not attempt to repair this device yourself.
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1 Introduction

1.1Welcome

Thank you for purchasing thidvR
If technical assistance is needed, please contact Speco Technologies Technical Support.

Phone: 18006455516 option 3
Email: techsupport@specotech.com

1.2 Features

+ Basic Functions

Supports network device access including IP camera/dome anQnkélP cameras

TheDVRsupports the H.265 and H.264 IP cameras

Supports standard ONVIF protocol

Supports dual stream recording of each camera

Supports IP cameras to be added quickly or manually

{dzLILI2 NI a O2ftftSOGABS 2NJ AYRAQDGARdzZEE O2yFAIdzNY A2y 2F G(KS OF YSNI
. Supports a maximum of 8 user permission groups including Administrator, Advanced and Coimicioare the default permission groups of
the system

{dzZLIL2 NI & |+ YFEAYdzY 2F mc dzASNE (2 6S ONBIGSRI Ydz (A Lipémigsidro Of
control to be enabled or disabled

Supports multiple wel® f As®giniatthe same time

+ Live View

Supports 4K2K/192(x1080/1280%1024 HDMI and 1920080/1280x1024 VGA high definition synchrondisplay
Supports multiscreen modes such as 1/4/6/8/16

{dzLILI2 NI a | dzi2 | R2dzadYSy propprion i KS OF YSNI Qa4 AYI3IS RAALI I &
Supports audio monitoringf the camera to be enabled or disabled

Supports manual snapshot of the camera

Supports display mode to be added and saved and the saved modes can be called directly

Supports quick tool bar operation of the preview wivad

Supports scheme view in sequence, quick sequence viewenuEnce intervadetting

Supports motion detection and video mask

Supports multiple popular P.T.Z. control protocol and setup of the preset and cruise

Supports direct mouse control of the IP denmcluding rotating, zoom, focusing and so on

Supports single camera image to be zoomed by sliding the scroll wheel of the mouse

Supports any area of the image to be zoomed in to a maximum of 16 times of the current size

Supports image and lersljustment (only available for some cameras)

Supports quick camera adding in the camera window of the live view interface

+ Disk Management

H24HR supports2 SATA HDDs

H16HR/ H12HRNsupports 1ISATA HDD

Supportsl e-SATA HDD

Each SATA interface of tB&/Rsupports the HDDs witinax14TB storage capacity

Supports disk group configuration and management and each camera can be added into different disk groups with diffegentaparcty
Supports disk information and digkorking status viewing

Supports formatting disks in batch

+ Record Configuration

Supports main stream and sub stream recording at the same time and collective or individual configuration of the recard strea
Supports manual and auto record modes

Supports scidule recording, sensor alarm recording and motion detection recording, etc

Supports schedule recording and event recording setting with different record streams

Supports record schedule setting and recycle recording
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Supports pre recording and delay recorgl configuration of the event recording

+ Record Playback

Supports time scale operation in quick playback and the playback date and time can be set randomly by scrolling the entbusdntbrval
of the time scale can be zoomed

Supports record searchirgy time slice/time/event/tag

Supports time view and camera view in searching by EZ mode
Supports EZ search by month, by day, by hour and by minute and time slice to be displayed with camera thumbnail
Supports a maximum of 16 cameras to be searched by time

Supports event search by manual/motion/sensor/intelligent events

Supports bookmark seeh by the manual added bookmarks

Supports instant playback of the selected camera in the live view interface

Supports a maximum df6 synchronous playback cameras

Supportsaccelerationfmaximumo v GAYSa 2F GKS y2NNIf &aLSSRoT RSOSt

w»

NI GAZY

reduction to current playing time
+ Record Export

B

B

B

B

Supports record to be exported through USB (U disk, mobile HDD).

Supports record to be exported biyrte/event/image search

Supports record cutting for exporting when playing back

Supports a maximum of 10 export tasks in background and export status viewing

+ Alarm Management

B

B

Supports alarm schedule setting

0 YA\

Supports enabling or disabling of the motion detew, external sensor alarm input, intelligence alarm and exception alarms including IP
address conflict alarm, disk 10 error alarm, disk full alarm, no disk alarm, illegal access alarm, network disconnectit?Catsfline alarm and
so on, alarm triggr configuration supportable

Supports IPC offline alarm trigger configuration of PTZ, snapshoypejleo, etc.

Supports event notification modes of alafout, pop-up video, popup message box, buzzerpgail and so on
The captured images can be attachinto the email when alarm linkage is triggered

Supports alarm status view of alafim, alarmout, motion detection and exception alarm

Supports alarm to be triggered and cleared manually

Supports system auto reboot when exception happens

+ Network Funtions

Supports TCP/IP and PPPoE, DHCP, DNS, DDNS, UPnP, NTP, SMTP protocol and so on
Supports allow and block list function and the allow and block IP address/IP segment address can be set

Supports multiple browsers including IE8/9/10/11, Firefopera, Chrome (available only for the versions lower than 45) and Safari in MAC
system
Supports remote achievement, configuration, import and export ofwRparameters and other system maintenance operations including
remote upgrading and system restart

Supports remote camera configuration of tB&Rincluding video parameters, image quality and so on

Supports remote search, playback and export of BA&R

Supports manual alarm to be triggered and cleared remotely

The motorized zoom camera can be adfasthrough web client (Supports zoom in/out, but one key focus is not currently supported)
Supports NAT function and @®de scanning by mobile phone ahablet

Supports mobile surveillance by phonesTabletswith iOS or Android OS

If one camera recording is enabled or disabled manually through web client, it will be simultaneously enabled or dishblBy i

Other Functions

TheDVRcan be controlled and operated by the buttons on the front panel, the remote controller and theenou

Setting interfaces can be switched to one another conveniently by clicking the main menus on the top of the setting énterface
SupportsDVRinformation viewing including basic, camera status, alarm status, record status, network status, disk andtexp®rt
Supports factory restoring, import and export of the system configuration, log view and export and local upgrading by WSa@ericd
{dzLILI2 NI A | dzi2z NBO23aAyAlAzYy 2F (KS RAALIIF@SNDA NBaztdziazy
You can click the right mouse button at any interfacgadack to the upper interface

You can click the mouse wheel at any interface to go to the live view interface

The display language and video format of iéRwill not be changed and the system logs will be reserved if you resd\io factory

defaut
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Press and hold the right mouse button for 5 seconds in any interface to switch the output to VGA 8ndRhél display the video at the
lowest resolution which th®VRsupports

1.3Front Panel Descriptions
The following descriptions are foeference only.

Name Descriptions
REC When recording, the light is blue
Net When access to network, the light is blue
Power Power indicator, wheronnection,the light is blue

1.4Rear Panel Descriptions

To quickly get started, connect tliellowing to your recorder in the following order, pleasder to the following
figure H24HRLshown for reference).

1. Connectanalogcameras to thevideo inputports (BNC)f the recorder.

2. Connect a monitor to the recorder via VGA or HRRble (not included).

3. Connect the included optical mouse into any USB port of the recorder.

4. Connect the power adapter to the recorder and plug power cord into a 120VAC 50/60Hz outlet.
5. Connect recorder to network (optional)

1.5Connections
, VideoConnections

Video Input Supports BNC video input.

Video Output: Support€VBSYGA/HDMI video output. You can connect to monitor through these video
output interfaces simultaneously or independently.

. Audio Connections

Audio Input: Connect to microphoneicgiup, etc.
Audio Output: Connect to headphone, sound box or other audio output devices.
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2 Basic Operation Guide

2.1 Startup & Shutdown

Please make sure all the connections are done properly before you power on the unit. Proper startup and
shutdown are crucial textendingthe life of your device.

2.1.1Startup

W Connect the output display device to the VGA/HDMI interface oDXN&

Y Connect with the mouse and power. The device will boot and the power LED would turn blue.
y EZ setup window will pop up (you should select the display language the first time you UdéRhe
Refer to 3.1 EZ Setup for details.

2.1.2Shutdown
You can power off the device by using remote control or mouse.

By remote control:

W Press Power button. This Widke you to a shutdown window. The unit will power off after a while by
clickingghea h Y¢é¢ odzi2y ®

Y Disconnect the power.

By mouse:

W ClickStaz{ Kdzil R2 ¢y (2 LJRLJ dzlJ GKS {KdziR26Yy G6AYR2460D -
power off after a while g clickinghed h Y¢é o6 dzi G2y @

Y Disconnect the power.

2.2 Remote Control

It uses two AAA size batteries.

Open the battery cover of the remote control.
When adding batteries check ftve polarity (+ and).
Replace the battery cover.

<< < E)

Qx

Key pointstochecki® &S (G KS NBY2iS R2S
1. Check batteries polarity.

2. Check the remaining charge in the batteries.
3. Check IR controller sensor for any masking.

yQi 62N o

LF AG0 adAtt R2SayQi ¢2NJ] X LXSFaS O2ydl OdtecrgrazN) R
towards the IR receiver of the NVR to control it when you are controlling multiple devices by remote contrc
The interface of remote controller is shown as below.

There are two kinds of remote controller. The interface of remote contradleshown as below.
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o Rec
(1 N 2 X 3]
[+ X 5 X o]
(7 N s X o]
@OD
m@@

J\urllo

5

Preset @ @ @

DO
U OO0

Button Function
REC Record manually
Search To enter search mode
MENU To enter menu
Exit To exit the current interface
ENTER To confirm the choice or setup
Direction button To move cursor in setup
ZOOM To zoom in
PIP No function temporarily
IO To control playback. Play (Pause)/Next Frame/Spee!
OIDID Up/Stop/Previous Frame/Speed Down
Multi To choose multi screen display mode
Next To switch the live image
SEQ To go to sequence view mode
INFO Getinformation about the device
Button Function

Power Button

Switch off to stop the device

Record Button

To start recording

-/--10-9 Input number or choose camera
Fnl Button Unavailable temporarily
Multi Button To choose multi screedisplay mode

Next Button

To switch the live image

SEQ To go to sequence view mode
Audio To enable audio output in live mode
Switch No function temporarily

Direction button

To move cursor in setup or pan/tite PTZ

Enter Button

To confirm thechoice or setup

Menu Button

To go to menu

Exit Button

To exit the current interface

Focus/IRIS/Zoom/PTZ

To control PTZ camera

Preset Button

To enter into preset setting in PTZ mode

Cruise Button

To go to cruise setting in PTZ mode

Track Button

No track function temporarily

Wiper Button

No function temporarily

Light Button

No function temporarily

Clear Button

No function temporarily

Fn2 Button No function temporarily
Info Button Get information about the device
To control playback. Pla
OloID praybact. e
- 5 (Pause)/Stop/Previous Frame/Next
o «]]
Frame/Speed Down/Speed Up
Li Snap Button To take snapshots manually
ve Search Button To go to search mode
Cut Button No function temporarily
the live Backup Button To go to backup mode
Zoom Button To zoom in the images
click on PIP Button Not active

2.3Mouse Control

U Mouse control
Display & Playback
interface

display & playback
interface, double
any camera

window to show the window in single screen mode; double click the window
again to restore it to the previous size.
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In the live display & playback interface, if the interfaces disggayfull screen, move the mouse the

bottom of the interface to pop up a tool bar. The tool bar will disappear automatically after you move the
mouse away from it for some time; move the mouse to the right side of the interface to pop up a panel anc
the panel will disappear automaticglafter you move the mouse away from it.

U Mouse control in textinput

Move the mouse to the texinput box and then click the box. The input keyboard will pop up automatically.

Note: Mouse is the default tool for all operations unless an exception atidated

2.4 Textinput Instruction

The system includes two input boxes. Refer to the above pictures. The left box is the number input box an
the right box is the input box which provides inputs of numbers, letters and punctueliaractersThe
introductions of keys on the inpudoxesare shown below.

o8}
=
o
=]

Button Meaning Meaning

Backspace key Switch key of punctuation characte

DE Delete Key Enter key

Space key
and lower letter

B
- Switch key between upper

N/ Switch key of language

2.5Common Button Operation

Button Meaning

Click it to show the menu list.
Click it to change the sequence of the list.

HE Click it to change the camera displaying mode.

Click it to close the current interface.

- Click it to go to the earliest date of camera recording.
_ Click it to go to the latest date of camera recording.
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3 EZ Setup & Main Interface

3.1EZ Setup

The disk icons will be shown on the toptleé startup interface. You can view the number and status of each
disk quickly and conveniently through these ico=s (o disk; &£: unavailable disk;Z: RW available disk).
You must configure the wizard if you start tB&RF 2 NJ G KS FTANR A LEAYE ©2 YIOSE A
next time).

EZ Setup

System LoginSet your own password when you use the wizard for the first time; select the login username
and enter the corresponding password next time.

9y o6ftS LI GGESNY 20 pateyiRekOf A O] G9RAGE (2 &8G GKS

/ £ ANeXt ai2 &S0 ljdzSadAz2ya FyR yagSNBR F2N LI aag2NI
refer to Q4 inAppendix A FAGr details.

/] tA01 abSEGé¢ (2 O2ydAydsSo

After you log in, you wikee an EZ setup interface as shown below.
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/ £ A01 ahYé (i 2EZ Bdiulsttlds aragak followsR @ ¢ K S
w System LoginSet your own password when you use the wizard for the first time (the default username o
the system iadmin); select the login username and enter the password you set by yourself.

/] £A01 6GbSEGE G2 O2ydAydsS 2N Ot A0l &/l yosSté (2 8

¥ Network Settings Select the network work pattern as requirddK SO1 aholl Ay |y Lt

I dzi2YFGAOFEft&@éd +FYR ahodGlrAy 5b{ Fdzi2YFGAOFfte&é
function of the router in the same LAN should also be enabled),amually enter them. Enter the HTTP

port, RTSP port and Server port (please mae port Configuratiofior details)/ £ A O1 abSEGé G2
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EZ Network >

y Other Network Settings.

U UPNP settings:fICS O1 & 9y FAGYEUSENFAIYOSI KKSY R SY G SNJ GKS LiFt& 27
ltyt adliddaA 6SNB aLy@dl AR !ty tEESo no#if$ theparilitil tyedzY ¢
Pt yt adlriddza GdzNya G2 a+xFfAR !t yt é ® xterBaFIB atdrésg of U K
the DVR Enter the external IP address plus port in the address bar of your browser to accé€séRhe
(Please seaui.1.6 UPnP Configuraticior details).

U 55b{ {SGGAYyIAY tHeiks®lEctthedDNStypd. Bnter the\sdRver address, domain name,
username and password according to the selected DDNSltygeR ( KSy Of A 01 awS3A
the effectiveness of the domain name. If it is effective, you can enter the domain imatihe address bar
of your browser to access tH2VR (Please se@1.1.4 DDNS Configuratidior details).

Note: Make sure the router supports UPnP function and the UPnP is enabled in the raitdtte®VR2 a L t
address, subnet mask and gateway and so on corresponding to the router.

Other Network Settings >

vy AddCamera¢ 2 | RR OF YSNI} & FNRY GKS [!'bX YIS &da2NB |-

refresh the list of online IP cameras which are in the same local networkDMBand then click Bl to add

GKS asSkNOKSR OF YSNI & / f A Othe list. GiekE#l tb flefete thetadded®R R | f €
|.

OF YSNY® /fA0] a5StSaGS 1ft¢ G2 RSESGS Fft GKS R
9
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-+
+
+
<+
+
+

Click IR to edit the searched IP camera as shown on the below left. Enter the new IP address, subnet
mask, gateway, username and the password of thecamer , 2 dz OF'y OKSO1l a{ ey O i
address of the IPC via different network segments for being in the same network segment witki/fghe

/| fA01 ahyYé¢ G2 al @S GKS aStaAay3dao

Click IE to edit the added camera as shown on the above right. Eifienew camera name, IP address,

L2 NLS dzASNYFYS FyR (KS LI aag2NR 2F GKS OF YSNI o
AYTF2NNIEGA2Yy® / EA01 ahyvYé G2 al @S GKS aSdidaArAy3aao

cameraisonliS® / f AO] abSE(¢ (2 O2yliAydsSo

Z Disk SettingsYou can view the disk number, disk capacity ofiRand serial number, R&W status of
GKS RA&A1T® /EA0] dGC2NXNIGGAY3IE G2 F2NXIFG GKS RAA&|
7 Record SettingsTwo record modes are available: auto and manual.

AutoY {StSO00 2yS Idzi2z Y2RS Ay GKS AYGSNFIOS & &K26y oS fcafdefiney R (|

record mode. Se&.1.1 Mode Configuratiofor details.

10
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Schedule { S0 GKS a{Syaz2NJ wSO2NR¢3> daziAz2y /w303 N
save.Seer.1.1 Mode Configuratiofior details.

z QRCode Enable the NAT function in the interface or set it in the network configuration after exiting the
wizard (please refer t@1.18 NAT Configuratiofor details).You can scan the QBbde through the Speco Blue

App available for iOShd Android to easily and securely view your camePasase refer t@2.1 Mobile Client
SurveilancsF 2 NJ RSGFAf ad / tAO] ahyvyeée (2 alr@gsS GKS aSaiaay3

3.2Main Interface

3.2.1Main Interface Introduction

11



EZ Setup & Main Imrface DVR User Manua

=0p8aaHno

The buttons in area are introduced in the table below.

Button Meaning
e Start button. Click it to pop up area .
m Full screen button. Click it to show full screen; click it again to exit the full screen.

[:] E @ [‘Eﬂ Screen mode button.

Sequencéutton (see5.2.2 Quick Sequence Viend5.2.4 Scheme Vieim Sequence

]

for details).

Click it to enable OSD; click again to disable OSD.

Click B to set the default playback time before starting instant playba&:k (nstant
Playbackor going to the playback interface for playback operatidh Playback

Interfacelntroduction); click @ o go to the playback interface. For instance, if yo|

B

OK224S8 ap YAydziSa 1 32& & GKS RSTI dzf

from the past five minutes.

Manual record button. Click it to enable/disable record.

Manual alarm button. Click it to trigger or clear the alaoot manually in the popup

window.

Record status button. Click it to view the record status.

Alarm status button. Click it to view the alarm status.

Disk status button. Click it to view the disk status

Network status button. Click it to view the network status.

Information button. Click it to view system information.

EEnEn o @

Introduction of area

12
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/| £tAO01 a/ I YSNY ¢ (G2 @OASg if GKS I RRSR OFYSNra Ay
of the interface and then double click one camera in the list to preview the camera image in the selected
window.

/| tA01 a/dzali2YAT S [Fe2dzié (2 OASH |t fs2iDKG mddbard LI |
detail configuration of the display mode). Double click one display mode in the list to switch tshaydi

mode for previewing.

Introduction of area

Icon / Button Meaning

o

admin

It shows the current login user.

Click to go to record search and export interface, 8deRecord Search,

Q Search and Export

Playback & Expofor details.

Click to go to playback interface (cli(l( on the tool bar at the bottom of the

‘E' Playback live view interface to set the default playback tiineee8.2 Playback Interface

Introduction for details.

Click to pop up the setup panel, s82.2 Setup Pandor details.

Click to log out the system.

" shutdown /I fTA01 YR GKSy &aStSOG a[232dziéz «a

Click to go to the EZ setup.

3.2.2Setup Panel
Click Stary Settings tdoring upthe setup panel as shown below.

Customize Layout

L] ||
o il

i [

=0ngsaHo

13



EZ Setup & Main Imrface DVR User Manua

The setup panel includes seven modules. Each module provides some function entries with links for
convenient operation.

Here we takeCameramodule as an example. Ti@ameramodule provides convenient links suehd & ! RR
/' FYSNY €3 Ga9RAG [/ FYSNI €3 aLY!l 3Sicf SKiyiR y @ eCéeiadgo? Ui A
to the camera management interface as shown below.

.- Manage Camera
Ad =

mera

There are some function items on the left side of ttaenera managemenhterface. Click each item to go to
O2NNBaLRyRAY3 AYGSNFIOS 2N gAyR2d C2NJ Ayaidl yosS

Click the main menus on the top of tkamera management interface to go to corresponding interfaces.
Refer to the picture below. Famstanc& & 2dz OFy 32 (2 G(KS adaeadsSy asid

Live View Record Alarm Disk Network Account and Authority System

3.2.3Main Functions

U Camera

The module covers the functions such@amera Managemen({seechapter 4 Camera Managemei@r details),
Image Settinggsees.3image Configuratiofor details),Motion (Seeg.2.1 Motion Configuratiodor details), andPTZ
(seechapter 6 PTIOr details) and so on.

U Record

14
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The module covers the functions suchEagxode Parameterand Record Scheduland so on. Please see
Chapter 7 Record & Disk Manageméer details.

U Alarm

The module covers the functions suchSensor and Motion Alarm Handlingnd Alarm Out SettingsPlease
SeecChapter 9 Alarm Managemefior details.

U Disk
The module covers the functions suchRisk ManagementStorage Modeand Disk Informationand so on.
Please seehapter 7 Record & Disk Manageméotr details.

U Network

The module covers the functions suchT&P/IRDDNSPort, Email and Network Statusand so on. Please
See11.1 Network Configuratiodor details.

U Account and Authority

The module covers the functions suchfaount Managemen{see10.1 Account Managemerfior details) and
Permission Managemen{see10.3 Permission Managemedior details) andso on.

U System

The module covers the functions suchBassic Configuratiorfseei1.2 Basic Configuratiofor details),Device
Information (see11.8 view Systermformation for details),Log Information(see11.7 view Lodor details) and
Configuration He Import & Export (see1L5 Backup and Restoff©r details) and so on.

15
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4 Camera Management

4.1 Camera Signal

ClickStartA Settinggy Camer# Manage Camery Camera Signal to go to the interface as shown below.
Some models may support analog signal switching to IP signal, which oesarasing (or increasing) the
number of analog channelgill accordingly increas(or decreas) the number of IP channels.

The DVR device supports hybrid access of TVI, and CVBS high definition cameras. If the TVI high definitic
camera isaccessed to the DVR, you should selectWBSn the following interface to show the camera
imagenormally; if you selecAHDLCVBSthen there will be no image or the image has no color. The default
selection of the camera signal is Auto. If you seletbAthe image of the camera will be shown normally
regardless of the camera type.

Note: You can enabl@ itef in the interface if the DVR suppodkitet recording. It will lower the recording
resolution and increase the recording frame rate. Please enable or disable the Lite as needed.

4.2 Add/Edit Camera
4.2.1Add Camera
The network of theDVRshould be set before adding IP camera (See1 TCP/IP Configuratidor details).
Refer to the pictures below. Cli#ddd Cameran the setup panel orle@ in the top right corner of the
preview windowtopopupkS d&a! RR / I YSNI ¢ GAYR2¢6 | & akKz2gy oS¢ ;
camera manually.

Camera

.‘ Add Camera | Edit Camera
Image Settings| Motion

16
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U Quickly Add

/| KSO1 GKS OF YSNI & |
dzZASNY I YS I yR LI aag?z
each camera.

R K S yIEIGif 24 BIR Adll RIRES (2 VSRR O3
R FYR a2 2y® [/ tA01 a5S¥FI dz

U Add Manually

Enter the IP address or domain name (c/&& in the IP address column to pop up the domain name input
GAYR2g> SYGSNI GKS R2YIAYy yIFYS 2F G4KS Lt/ Ay GKS
LI adg2NR 2F GKS OFYSNI IyR (KSYy efieftiveSeddiothéifpst LINE (
information YR G KSy Of AO1 a! RR¢ odzitdz2y oe2dz OFy Ay Llzi
| RRNB&aas daASNYIYS |yR LI aacxkhNE todsldetihvdamdrt. C@BR A y 3
G5STFlLdzE G tFaag2NReé G AdpasSworddfiedh darSefal dzf & dza SNY | YS

4.2.2Edit Camera
I fA01 GO9RAG /1 YSNY ¢ Ay GKS aS$i dzLalicklEke Siéw the #ve hage (0 2
of the camera in the popup window. Clid to edit thecamera (sedd cameran 3.1 Startup Wizardor
details).Click E@ to delete the camera. ClicB Ay G KS ahLISNF GA2yé KSI RSNJ

17
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t I 3362 NRE wingow ChedkthezPTslin the window, set the new password and the®d & h Y €
odzi G2y T 2yfe GKS 2yVtAyS Lt/aQ LI aasaNRa OFy 08
the same time). Clicdll to upgrade an online IPC (orcli@ Ay GKS &! LJANI RSé¢ KSI |

GLt/ . FGOK ! LI NichobI®Cs) flectizthdFdidceRnBichlstoréslthe upgrade file in the
G5SPA0S Dbl YS¢E AGSY 2F (KS LRLMzZI 6AyR2¢ FyR (0KS
Y2RSt Ay (KS gAYyR2¢ AT | o0l GOK 27 LA ®1a Q4 |LIJHENIgRSN

start upgrading(the IPC will restart automatically after the upgrade is completed successfully).

18
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Live Viewintroduction

5 Live View Introduction

5.1Live View Interface Introduction

Refer to the mterface as shown below, drag one camera in the preview window to another window for

camera window exchanging.

The record symbols with different colors in the live view window refer to different record types when
recording: green stands for manual recordd stands for sensor based record, yellow stands for motion
based record, blue stands for schedule record and cyan stands for intelligence record.

ey

S =0oEaesne

Click the preview window to show the tool bar as shown in arearight click the preview window to show
the menu list. The tool bar and menu list are introduced in the table below.

Button Menu List Meaning
- Move tool. Click it tanove the toolbar anywhere.
Manually Record On | Click it to start recording.
cick 2 Lktreor0] GKS NBO2NRT Of-Ad
u Instant Playback
define the instant playback time. S8¢el Instant Playbacior details.
n Enable Audio Click it to enable audio. You can listen to the cansrdio by enabling audio
fEAO01 AG G2 LIRL dz2J 6KS &ayl Ll gAyR
) Snap . ) o
AYF3ISo® / £tAOl G9ELIEZNUE 02 SELRNI
n PTZ Control Click it to go to PTZ control interface. S&eapter 6 PTior details.
E Zoom In Click it to go to single channel amplification interface.
Click it to go to image adjustment interface. Refebtd.5 Image Adjustment
23
for details.
Camera Info Click it to view theamera information.

19
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The sigle channekzoominterface is as shown below. Press and drag the blue box to select the zoom in are
Click IEM / to zoom the image. Click the camera selection box to select other cameras for
FYLE AFAOFGAZ2Y® / €tAO01 a.FO1¢é¢ G2 NBGdzZNYy G2 GKS A

5.2View Mode

5.2.1Display Mode
{Si RAFFSNBYyilH aONBSy Y2RSa | yR Ol cédé Me dispay RadasLJt | &
classified by surveillance areas, priorities and so on. Refer to the picture below. Double click one display
mode in the display mode list to view the live images in this mode.

05/ ?f‘/-?ﬂ‘lg o5 a8
\‘ ‘ﬁ

[’

S =0nEaese

U Add Display Mode
Method One:

20
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Clicka / dza (iPayohtl SAy GKS 1 020S AYyiSNFIFIOS FyR GKSy as
l RR GKS OFYSNra FyR FR2dzAaG GKS OFYSNI&AQ RAALX L
Click B under the display mode list and then enter the display mode name in the popup window, click

=

<

y

GKS ahYé¢ odzitz2y G2 alr @S GKS OdaNNByid RAaLI & Y2R
Method Two:

w ClickStarth Setting®\ Systend, Basi@, Output Settings to go to the interface and then set the screen
mode.

¥ Double click the camera or camera group in the list to add them to the selected window.
y Click to save the current display mode (referd.4 Scheme View In Sequerd@ detail configurations). The
display mode will be saved and displayed in the display mode list in the live view interface.

U Edit Display Mode
/ ftAO1 a/dzalG2YAT S [l @2dzié¢ (G116 Ay GKS tA@BS @)\-éﬁ A

to edit the display mode name; clicll to delete the display mode.

5.2.2Quick Sequence View
You can start quick sequence view if the scheme has not been created. If the scheme has been created,

please refer t®.2.4 Scheme View in Sequerf@ details.

192.168.250.75

03/25/2019 =2 26

03/24/2619 87:20:31 PM
192.168.250.107
* @’\[.]!-n :’ 6%?

Go to the live view interface and then cIi to popup a little window. Set the dwell time in the window

and then cIick to view the live group by group according to the camera number of the current screen

21
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mode. Double click the sequence view interface to pause the view; double click again to restaeathe v

Click to stop the view.

5.2.3Scheme View In Sequence
Click Stary Setting®\ Systemd\, Basi@ Output Settings to go to the interface as shown below.
Area  displays all thesequenceschemes; area shows the detailed information of the scheme; area
displays all the cameras and groupsea s the tool bar [ clear button: favorite button, click ito
L2 L) dzLJ I 6AYR263 SYiSNI KS RAaALIIF® Y2RS mgitYS Ay
display modeother buttons are screen mode buttons).

Main Output

Camera

0888 68 8

U Add Scheme

Click inarea  to create a new scheme. CIicE on the top right corner of the scheme to delete it.

U Configure Scheme

a) Select a scheme in area and then click the screen mode button on the tool bar to set the screen mode of the scheme.

by{ St SOG4 I OFYSN} GgAyR26 Ay | NBI YR GKSYy R2dzmft$S Of A @thei KS O
selected window. One camera in the same scheme cannot repeat. You can click @ frightd{ Y Sy dz a/ t SI NE Ay | NBI
camera or click to remove all the cameras.

c)/ A0l a! LlXeé¢ G2 al @S (K

w

aStGAy3ao

U Start Sequence View

22
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Go to the lie view interface and then cliclal to open a window. Set theequencdntervalin the window

and then click to start scheme view in sequence. Double click the sequence view interface to pause th

view; double click again to restore the view. cil 1o stop the view.

5.2.4Spot View

Click Stary Setting®\, Systend, Basi@, Output Setting®\, Output 2to go to the interfaceas shown below

dick on the left to create a new scheme. Each scheme can only add one analog camera. Select a
scheme on the left and then double click or drag a camera on the right to the scheme window in the middl
of the interface. After finishing the settings of all the schemes, selecsdipiencantervaland clickdApplyé

to start paying the schemes in sequence in output 2.

Output2

5.3Image Configuration
5.3.10SD Settings

ClickStarth Settinggy Camer# Imaged OSD Settings to go to tleterface as shown below. Select the
camera, enter the camera name (or double click the camera name in the camera list to change the camer:
name), enable or disable the name and time OSDs (if enabled, drag the red name and time OSDs directly
theimagew S¢ | NSIF (G2 OKIy3aS (KS h{ 5 admedmiatandcaor Cicka A {
G! LIS e¢ (02 al @S GKS aSddAay3aao
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5.3.2Image Settings

ClickStarth Settinggy Camerd# Image? Image Settings to go to the following interface. Select the camera
andthen$ GKS oNAIKiGySaazr O2y (NI adGz &l GdzNI GABlyin | yF
the camera list on the right side of the interfage2 LJ2 LJ dzLJ aL Yl 3S | R2adza ¢ Ay
relevant setting items. Please refer1@.5image Adjustmenfor detailed introductions of these items.

. 2dz Oy Of AO1l d4a5ST¥FI dzf (¢ detauliNSStaryisetiiilBs. 6 KS A Yl 3S &S

5.3.3Mask Setting

Some areas of theniage can be masked for privacy. tddour mask areas can be set for each camera. Click
Starth Settinggy Camer# Imagel Mask Settings to go to the interface as shown belSelect the camera

YR SylFofS GKS Ylale /fA0] 5N gé¢ odzitdz2y FyR GK
Of AO1 a5StSGS¢ odzidi2zy G2 RStSGS ¢gsKS YIail FNBFaAT
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5.3.4Water Mark Settings

ClickStarth Settinggy Camer# Image Water Mark Settings to go to the interface as shown below. Select
the camera and enable water mark and then enter the water mark information. @ljghl\¢ to save the
settings.

5.3.5Image Adjustment

Go to the live view interface and then cli®3 button onthe tool bar under the camera window to go to
the image adjustment interface.

25



Live Viewintroduction DVR User Manua

IP Camera@4

Image Adjust

U Image Adjustment

{StSO00 GKS OFYSNY |yR GKSy Of A0
¥
a

A

aLYl3IS ! R2dzaGY
GKS Ol YSNI} Qa 6N
KS @I fdzSo /tA0]

LIAOQGdzNE® 5NF 3 GKS aft ARSNI 2 &S
wide dynamic and denoise and then drag th&siNJ G2 a S
parameters to default values.

The introductions of these parameters are as follows:

Parameter Meaning
Brightness LG Aa GKS oNR3IKGySaa tS@gSt 2F GKS OF YSNI
Contrast It is the colorifference between the brightest and darkest parts.
Saturation It is the degree of color purity. The color is purer, the image is brighter.
Hue It relates to the total color degree of the image.
Sharpen It relates to the resolution level of thienage plane and the sharpness level of the image edg

The wide dynamic range (WDR) function helps the camera provide clear images even ung

back light circumstances. When there are both very bright and very dark areas simultaned

Wide Dynamic
in thefield of view, WDR balances the brightness level of the whole image and provide cle
images with details.
Adopt the noise reduction technology to decrease the noise and make the image more
Denoise thorough. Increasing the value will make the noise reduction effect better but it will reduce

image resolution.

White balance is the white rendition fution of the camera to adjust the color temperature
White Balance
according to the environment automatically.

I[/Y t26SNE (KS oNARIKGYySaa 2F GKS SyidaNH

bright area and reducing the size of the halo area.

BLe BLC: If endbd, the auto exposure will activate according to the scene so that the object of
image in the darkest area will be seen clearly.

Image Mirror Reverse the current video image right and left.

Image Flip Turn the current video image upside down.

U Lens Control
26
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{ St SO0 GKS OFYSNY FyR GKSy Of A 01 I [orSER to adpisttheNP f ¢
122Y FYR F20dza LI NFX YSGSNB 2F GKS OFYSNIQa fSyacd

Lens Control

The introductions of these parameters and buttons are as follows.

Button/Parameter Meaning

_ Click - / - to zoom in/out the image.

LT Ylydzt Y2RS A& aStSOGSRz ¥20dza o6 dzi

Focus Mode I dzi2 F2Odza¢ o6Aff 068 | GLAfIFIo6tST AF | dzii2

available.

Click - / - to increase/decrease the focal length.

Click it to focus instantly.

Day/night mode If checked, the lens will focus automatically when the camera is switching day/night

switch autofocus mode.

It is the time interval when camera lens is afiteusing. The interval can be set in the
Time Interval

drop-down list.

Note: if the lens of the camera connected to tBd/Ris fixed, the lens control function is unavailable.
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6 PTZ

6.1PTZ Control Interface Introduction
You can control the IP dome or PTZ which connects to the IP camera for PTZ control.
Click Il on the tool bar at the bottom of the live view window to go to the R®Htrol interface as shown
below. You candect another IP dome or PTZ which connects to the IP camera on the top right of the
interface for PTZ control.

Preset

Introductions of the buttons on the bottom right of the interface:

Button Meaning
4 c I, I, K, K, B, 3, K
<« B
A VY 4 “ to rotate the dome. Clickn to stop rotating the dome.

Click / - to zoom in / out the camera image.

Click / - to increase / decrease the focal length.

Click / - to increase / decrease the iris of the dome

Drag the slider to adjust the rotating speed of the dome.

Click H / ﬂ to start / stop recording.

Click / to hide / show the analog joystick.

Click it to return tathe live view interface.

U Analog Joystick Control

The analog joystick on the left side of the interface provides quick PTZ control. The dome or PTZ will rotat
when you drag the analog joystick. The farther you drag the analog joystick from the middle of the image,
the faster the dome or PTZ rotates. Tdh@me or PTZ will stop rotating when you stop dragging the analog
joystick.
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U 3D Control

Click the camera image on any area and then the image will be centered on the clicked point.
Refer to the picture as shown below. Drag the mouse from A to B to getea gectangle and the rectangle
area will be zoomed in.

Preset

Refer to the picture as shown below. Drag the mouse from C to D to get a green rectangle and the rectan
area will be zoomed out.

Preset

U Advanced 3D Control

Double click the left button of the m@e on any area of the camera image and then the image size will be
doubled and centered on the clicked point.

Press and hold the left button of the mouse on any area of the camera image to zoom in the image; press
and hold the right button to zoom out thienage.

Move the cursor of the mouse to the camera image and then slide the scroll wheel of the mouse forward t

zoom in the image, slide the scroll wheel of the mouse backward to zoom out the image.
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U OSD Setting

Go to PTZ protocol setting interface and then set the protocol beforebyiog upthe OSD. ClicBlOSD
MenuE to go to camera OSg&ettinginterface. Clickl to start OSD setting. The meanings of the buttons
are shown in the table below.

OSD Menu

Button Meaning

Click it to call main menu or enter the sub menu or confirm the

settings.

Click it to call main menu or enter the sub menu or confirm the

settings.

Click it to change the menu mode or decrease the menu value.

Click it tochange the menu mode or increase the menu value.

Click it to go to the previous menu.

Click it to go to the next menu.

U Preset Setting

/] £t A01 at NBasSaé G2 32 G2ADNB&asS
{StSO00 (GKS LINBaSid IyR GKSy Syi
You can add 255 presets for each dome at most.

PLIBNAIGRYYy (@ &2 LYy |
NJ 6GKS LINBaSid ylI Y!

Add Preset

l Redzali GKS R2YSQDIRXHNB G@BA 22 alAYiR 2y Syi 20tax @S

Ot A0l FYy20KSNJ LINSaSG Ay GKS LINBaSidi tAad FyR 0
click EM in the preset list to call the preseb©f A O1 &5 St SlétSthe sélettédipeset. G 2

You can also go to preset setting interface for preset settingp g&eeset Settinfor details.

U Cruise Setting
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/] T A01 a/ NdzA aSé¢ (2 32 (2A ONIAEARBRE Lbdwd @AY yi 2 I 162 LIy
left. You can add 8 cruises for each dome at most.

Add Cruise

wOYUSNI 6KS ONXzAaS yIYS Ay (KS a! RR / NHZA&ASE¢ GAYR
window (Before adding preset to the cruiggease add preset of the dome first).

yLY GKS G!RR t NBaSié¢ oAyR24> aStSO0 GKS LINBaSi
button.

gLY GKS a! RR / NHzA & S toadsgleRtzhg preset, zhdn clahgé thédresedtime and
speed. Gck Bl 12 RSt SGS GKS LINBaSio /tA0] 4! RR¢ odziid2y
Click B to start the cruise and clicHll to stop the cruise in the cruise list of the cruise operation tab;

Of AO]l a5StSiS¢ odzicrsy G2 RSESGS GKS aStSOGSR

You can also go trruisesetting interface foicruisesetting, sees.3 Cruise Settinfor details.

6.2 Preset Setting

Click Stary Settinggy Camer# PTA Preset to go to the interface as shown below.

Cruise

IP Cameral Number of Preset (1)

U Add preset
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{StSOG OFYSNY FyR GKSy Ot A OB iatheér&era bston theright sid2 of | R |
the interface to display the preset information of tdeme and then clicklllE3ll to add preset. The
operations2 ¥ (G KS a! RR tsiiaatStintof thie PYZRénol ihteiface; please $e€PTZ Control
Interface Introductionfor details.

U Edit preset

Select camera and preset. You can enter the new name of the preset and thel@lith save the new
prSasSi yrYSe | Readzald GKS NROGFGAY3I ALISSRI LRaAGAZY
t2aA0A2y¢ (2 al @S GKS LINBaSio

U Delete Preset

{StSOG OFYSNY FYR LINBaSi FyR GKSy Ot A0l a&45StSasS

6.3 Cruise Setting
Click Stary Settinggy Camer#® PTZA Cruise to go to the interface as shown below.

Preset

IP Cameral Number of Cruise( 1)
- . e

U Add Cruise
Click BB in the camera list on the right side of the interface to display the cruise information of the dome
and thenclick G2 I RR ONXzA aSd ¢ KS 2 LIS NJI isisknRayté thag of thadiPRS ¢
control interface; please segel PTZ Control Interface Introductider details.

U Edit Cruise
Select the camera and cruiselinK S &/ NHzA 8 S¢ Ay G SNF I O0So oy iillNg (G KS
al S (KS ONHzA &S yIYSo /fA0] a! HRtoedithadasacClickill | RR

to delete the preset from the cruise. Click one preset in the preset list and then IElko move down the
preset and clicklEl to move up the preset. Clicl@ to start the cruise and clicd=ll to stop it.

U Delete Cruise
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Click IE in the camera list on theght side of the interface to display the cruise information of the dome
and then click B on the top right corner of the cruise to delete the cruise.
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7 Record& Disk Management

7.1Record Configuration

7.1.1Mode Configuration
Please format the HDDs before recording (refer.tmisk Managemerfior details). Click
StartA Settinggy Record Mode Settings to go to the mode settings interface. You can set the record time
underthed al ydz- £ wSO2NR {SGdGdAy3aé¢ IyR GKSy Of A01 a!l
modes: auto mode and manual mode.

U Auto Mode

Motion Record Motion alarm record will be enabled when motion alarm happens.

Sensor Recordsensor alarm record will be enabled when sensor alarm happens.

Motion Record+ Sensor RecordMotion/sensor alarm record will be enabled when motion/sensor alarm
happens.

Catinuous Record- Motion Record Normal record is enabled all the time; motion alarm record will be
started when motion alarm happens.

Continuous Record Sensor RecordNormal record is enabled all the time; sensor alarm record will be
started when senar alarm happens.

Continuous Record Motion Record+ Sensor RecordNormal record is enabled all the time; motion/sensor
alarm record will be enabled when motion/sensor alarm happens.

Continuous Record Motion Record+ Sensor Recordl Analytics RecordNormal record is enabled all the

time; motion/sensor/analytics alarm record will be enabled when motion/sensor/intelligence analytics alarr
happens.

,2dz OFYy IRR Y2NB Idzi2z Y2RS&a 2y AyaStfAaSy CshowhB O
0St2sd / KSO1l GKS Y2RSa Ay (KS 6AyR2g% IyR (KSy C
list (in the window, the checked modes can be showed in the record mode list while the unchecked modes
OFyy20T &2 dnaitiksRedord O®RS O] «a
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Custom Record Mode

Sensor

Add Cancel

Select one auto mode to pop up the corresponding window. Set the encode, GOP, resolution, FPS, bitrate
GeLSs l[jda fAGeéS YIE 0AGNIYGS yR FdzRA2 2F SI OK Ol
the parameters according to the actuardition.

Continuous Record+Motion Record

Video Encodethe available options will be H.265 and H.264 if the connected IP camera supports H.265, ol
the option will be H.264 only.

GOPgroup of pictures.

Resolution the higher the resolution is, the clearer the image is.

FPSthe higher the frame rate is, the more fluency the video is. However, more storage room will be taken
up.

Bitrate Type CBR and VBR are optional. CBR means that no matter how much change is seen in the vide
scene, the compression bitrate will be kequnstant. VBR means that the compression bitrate will be
adjusted according scene changes. For example, for scenes that do not have much movement, the bitrate
will be kept at a lower value. This will help to optimize the network bandwidth.

Quiality: When VR is selected, you need to choose image quality. The higher the image quality you choos:
the more bitrate will be required.

Max Bitrate: 32Kbps ~10240Kbps are optional.

U Manual Mode

If the manual mode is selected, you need to set the encode parameterseandd schedules of each
camera. See.2 Encode Parameters Settid1d 7.3 Schedule Settinfpr details.

7.1.2 Advanced Configuration

Click Stary Setting®\ Recordy Advanced to go to the following interface. Enable or disable @ S NI NA& (i
recorck (Overwriterecord: the earliest recored data will be replaced by the latest when the disks are full).
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Set the prealarm record time, posalarm record time and expiration tim&f each camera and then click
G! LILX e¢ G2 al @S GGKS aSdiay3aao

DVR User Manua

Pre-alarm Record Timeset the time to record before the actual recording begins.

Postalarm Record Timeset the time to record after the actual recording is finished.

Expiration Time setthe expiration time for recorded video. If the set date is overdue, the recorded data will
be deleted automatically.

7.2Encode Parameters Setting
Click Stary Setting®y Record, Encode Parameters to go to the interface as shown below. Set the encode,
resoluton,Ct { £ Dht X O0AGN} GS GeLSsz ljda tAGes YIE oAdN
wWSO2NRAY3 {SliAy3aaé¢ YR G{ OKSRdzZ S wSO2NRAy3 {Si
set the record stream of each camera one by onéatch set them for all cameras.

Click Star Setting®y Recordh{ G NB 'Y { SOUGA AINBE 2 EIAYUSNF B P { Si
FPS, GOP, bitrate type, quality and max bitrate ofsttdsam for each camera in the interface and then click
G! LILX e¢ G2 alrgS GKS aSidaay3aao
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7.3 Schedule Setting
7.3.1Add Schedule

ClickStarth Setting#®y Record, Record Schedubg Edit Schedules to go to the interface as shown below.
GrTE Z HEEHm YR aluMBS GKS RSTldA & AO0OKSRda SR 52 dmytR vy
G2 Oly 0SS SRAGSR | yR nae toSispByRise détailedl €chedule finfHrmatiorkos R c
the left side of the interface. The seven rows stand for the seven days in a week and each row stands for .
hours in a day. Blue stands for the selected time and gray stands for unselected time.

Clck to add a new schedule. Refer to the picture below.
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Record & DiskManagement

{SG GKS aOKSRdzZ S yIYS IyR aOKSRdzZ S GAYS FyR GKS

schedule or week scheduld®: add button; : delete button.

U Set Day Schedule

Click B and then drag the cursor on the time scale to set record time; cﬂ<and then drag the cursor

on the time scale to delete the selected area.

You can manually set the record start time and end time. &k or A, YR KSy Of A0]1 «a

daytopopdzLd I G6AYR2¢ la aK2gy o0St2¢gd {SG GKS adl NI
save the settings.

/] fA01 alftég G2 asSa Fftft RIFI2d NBO2NRAY3IT Of A0l daws
G/ tSFNIEtég G2 OftSINIFff GKS aStSOGSR I NBF Ay |
/] A0l a/ 2L ¢2¢ (G2 02LR® GKS aOKSRdzZ S Ghékthekdys iR | &
0KS 6AYyR2¢ IyR GKSy OftA0Ol ahvYé (2 &l @S GKS asSai
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Copy To

U Set Week Schedule

Click or FyYyR GKSy OtAO 1Bﬁo ael thiedzkek schedu®aRef@r3o the picture below. Set the start and end time, check

the days in the window and the@tf A O1 ahYé¢ G2 &l @S GKS aSidday3aaoe

Added time manually

JEAOl al'fté G2 aSd rft 6581 NBO2NRAYIT Of AO1 6 wS OB dlaal thels@ectdds I LI

area in a week.

7.3.2Record Schedule Configuration
Click Stary Setting#®y Record Record Schedukg Schedule Configuration to go to the interface as shown
0St26d {Si (KS aOKSRdZ S 2F aSyaz2NJ NBO2NRX Y2(A?2
inthedropR2 6y YSydz 2 Of SI NJ ( KsBve hO%¢tBrBdzft S® / £ A O1 a! L

D2 G2 G9RAG { OKSRdzt M 24 SRINF HIEKS 12y SRKIA Y5 @O (6K
AAYATEFEN G2 GKFG 2 7Elite&letd thdsbhedul@ K SRdzA S¢ o / f A O
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7.4Record Mode
7.4.1Manual Recording

Method One Click Bl on the tool bar at the bottom of the live view interface to enable recordhghe

camera.
Method Twa: Go to the live view interface and then click the right A O1 Y Sy dz dal ydz f f &
camera window or clickd on the tool bar under the camera window to start recording.

Note: Click Start4 Settings4 Record4 Mode Settings and then set the manual record time in the

7.4.2Timing Recording

Timing Recordingthe system will record automatically according to the schedule.
Set the timing record schedule of each camera. S2ghedule Settintpr details.

7.4.3Motion Based Recording

Motion Based Recordinghe system will start motion based recording when the motion object appears in
the setup schedule. The setup steps are as follows:

w Set the motion based recording schedule of each camemz.$schedule Settirr details.

Y Enable the motion and set the motion area of each cameragSeaeiotion Configuratiofor details.

The camera will start motion basedaording once you finish the above settings.

7.4.4Sensor Based Recording
w Set the sensor based recording schedule of each camera.s3eegedule Settikpr details.
v{SG GUKS bhkb/ GeL)S 2F (KS aSyaz2zNEx SylofS (KS &
See9.1 Sensor Alarfior details.

7.4.5Analytics Recording

w Set the analytics recording schedule of each IP camerar.S&®@edule Settintor details.

Y Enable the intelligence alarm detection (object detection, exception, tripaiiatrusion) and draw alert
surface or warning area of each IP camera. Bemt fordetails.

Thecamera will start analytics recording once you finish the above settings. This function is only available 1
some IPCs.

7.5Disk
7.5.1Disk Management

U Disk Management
Click Stary Setting#\ DiskA Disk Management to go to disk management interface. You can vieRVRe a
RA&]1l ydzYoSNJ IyR RAa]l aidlddza F'yR a2 2y Ay GKS Ay
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7.5.2 Storage Mode Configuration
Click Stary Setting#\ DiskA Storage Mode to go to the interface as shown below.

Thereare fourdisk groups. By using disk group, you can correspond the camera to disk (the record data of
the camera in the group will be stored into the disks in the same group)DVi&vith e-SAR interface
supports eSATA recording.

The added disks and cameras will be added into group one automatically. The disks and cameras in the
groups can be deleted except group oseléct a disk group and then clid® on the top right corner of

the added dsk or camera to delete it from the grouprhe deleted disks and cameras will be moved into
group one automatically.

Each group can add the disks and cameras from other groups. Each disk and camera can only be added
one group.Select a disk group and then clidll&38 in the disk or camera row to pop up a window. Check
GKS RA&1&a 2NJ OF YSNY a ARREWMKS 6AYR26 YR GKSy Of A

For the model with 2 or 4 HDD slots, BK group can be added.

Click to add the backup HDD. After account verification, select an HDD and then this HDD will be
removed from the normal group to the backup group. Simultaneously, it will be formatteds®back up all
data of this HDD in advance when you want to remove it to the backup group.

You can add cameras to this HDD. The added cameras can exist and be recorded both in one HDD of the
normal group and the backup group.

Note: Each HDD only can €xn one group.

7.5.3View Disk and S.M.A.R.T. Information

Click Star Setting#\ Diskd View Disk Information to view the HDD informatiéhf A O1 & { ®a ! d\
Informatioré G 2  @vbring status 6f the HDIRefer to the picture below.
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8 Playback& Backup

8.1Instant Playback

Click & on the tool bar at the bottom of the preview camera window to play back the resmbrddeo

(click & on the tool bar at the bottom of the live view interface to set the default playbacktiiRefer to

the picture below. Drag the playback progress barttange the playback time. You can also click the fight
Ot A0l YSydz aLyaidlyd ttreolOl1é Ay GKS OF YSNI gAYy
record.

05/03/2018 14: 388

IF Caneral =S

8.2Playback Interface Introduction
Click on the tool bar at the bottom of the live view interface or click ShalRlayback to go to the
playback interface as shown beldualick 8 on the tool bar at the bottom of the live view interface to set
the default playback time

B4l « » a1

Onthe panel on the righyou willsee thechannel number and theecorded data coded by color. The bar
that runs across them represents the playback time being viewed. You can move this bar tarexpadrt,
highlight a section of the desirgécording, click export and follow the prompts. You can export single or
multiple channels at the same time.

The added cameras will playback their records in the playback interface automatically. You can also add t
playback camera manualiglick A y G KS LX I 8ol O] 6AyR2¢ (2 L}L] dzLl
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Ay

GdKS

GAYR26 YR

synchronous playback cameras.

0 K STife s@terfsupfortséa mexiRnéim af 26

The buttons on the tool bar (area ) at the bottom of the playback interface are introduced in the table

below.

Meaning

Start button. Click it to pop up area .

Full screen button. Click it to show full screen; click it again to exit the full screen.

Screen mode button.

OSD ON button. Click it to enable OSD; click it again to disable OSD.

Stop button.

Rewind button. Click it to play video backward.

Play button. Click it to play video forward.

Pause button.

Deceleration button. Click it to decrease the playing speed.

Acceleration button. Click it to increase the playing speed.

Previous frame button. It works only when the forward playing is paused in single sc
mode.

Next frame button. It works only when the forward playing is paused in single screer
mode.

Click= to step backward 30s and cIi to step forward 30s.

Click it to show the water mark on the image; cli- to hide the water mark.

Event list/tag button. Click it to view the event recordnefinual/schedule/sensor/
motion and the tag information.

Backup button. Drag the mouse on the time scale to select the time periods and
cameras, and then click the button to back up the record.

Backup status button.ligk it to view the backup status.

v Sl |6 @\

£

Back button. Click it to return.

Full screen motion button.

Motion button.

N | o] |

n
.

Draw line button. You can search the record of crossinditieeafter drawing the line.

N
ALY ./

Draw quadrilateral. You can search the record in this quadrilateral after drawing it.

Bk

Smart playback settings. Click it to set smart playback.

Introduction of area

Button

Meaning

Click it to go to record search and export interface; 8&eRecord Search,
Playback & Backujpr details.

Click it to Go to the live view interface; s€bapter 5 Live View Introduction
for details.

Click on the playback window to show the tool bar as shown in aréaightXlick on the window to show
the menu list.The tool bar and menu list are introduced in the table below.
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Menu List Meaning

Move tool. Click it to move the tool bar anywhere.

Click it to enable audio. You can listerthhe camera audio by

Enable Audio enabling audio.

Snapshot Click it to snap.

Click it to go to the zoom in interface. The zoom in interface is|
similar to that of the camera window in the live view interface.

Click III to pause the record playing; clicn to play the
record. When the record is paused in forward playing mode, yj|

@©
c
=
o
=

Zoom In

can dick n to view the previous frame and clic to
view the next frame.

Click it to add tag. You can play back the record by searching
Add Tag added tag. Click it and then enter the tag name in the popup
gAYyR2gd /tA0O] a! RRé¢ G2 I RR

D

Click it to switch the playback camera. Click it and then check

SwitchCamera OF YEN} Ay (KS LI2LJdA) 6AYR26®

Bl O

Close Camera Click it to close the playback camera.

Introduction of area

You can check the record type as required for record playbdaskyou should clickl on the tool bar at

the bottom of the interface to clear all the playback camera, then check the record Efpen@nual record;
B sensor based recordf: motion based record;B: schedule record;[® analytics recordand finally
click in the playback window to add camera for playback (the record time scale will show the record
data of the checked record type only after the above operations).

Introduction of the record time scale (areau:

Click B to set the date; clickl@ to set the tme and then the playback camera will play the record from

the time you set.

A tool bar will appear after moving the mouse to the record time scliek EN / to zoom the

timeline; click @1 12 NBO2@3SNJ 1KS GAYSEtAYS 2lidethe sétcll ditedl 6 NI

the mouse on the time scale to show the hidden time on the top or bottom of the timeline. You can also

click IR to show the hidden time on the top of the timeline or clid& to show the hidden time on the

bottom of the timeline. Drg the slider at the bottom of the time scale to show the hidden playback

cameras.

The record time scale shows different record types with different colors. The green block stands for manuz

record, red block stands for sensor based record, yellow blocidstéor motion based record, blue block

stands for schedule record and cyan block stands for intelligence record. Click the record block to set the

time and then the playback camera will play the record from the time you set.

Drag the color block on theme scale to select the backup area and then right click the area or[@cto

pop up a export information window. Clicl® button in the window to pop up the export window. Select

GKS RSOAOST SELRNI LIGK YR F2NXYIG FyR GKSy Of A
8.3 Smart Playback

Smart Playback Settings

click®2 to go to the following interface. Set the val@e¥ u
AT &2dz OfMYOISNB N LODNVRY2¢ 0> a{ LISSR

-
~—
[
[
o
»
ﬂ(
0,2
N A
-+ o
)
> B,
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.U:

ikt

2

Smart Playback by Drawing Rectangle

in

Click ® and draw a rectangle in the desired area. Then the system will automatically search the record fil
of this area. Theyanblocks indicate that there are intelligent recording files. Move the cursor to such block

and click to play the record.

Smart Payback by Drawing Line
Click B4 and draw a line in the desired area. Then the system will automatically search the record files

about crossing this line. Tleyanblocks indicate that there are intelligent recording files. Move the cursor t
such block and click to play the record.

5
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Smart Playback by Drawing Quadrilateral
Click @ and draw a guadrangle in the desired area. Then the system will automatically search the record
files of this area. Theyanblocks indicate tht there are intelligent recording files. Move the cursor to such
block and click to play the record.

8.4Record Search, Playback &Export

The record data and the captured pictures can be exported through network, USB (U disk or USB mobile
HDD). The file system of the export devices should be FAT32 format.

8.4.1EZ Search
w Click Stary Search and ExpoftEZ Search 2 3 2 EZ Sear@K SiThéie @re two view modes: by
time and by camerdn the time view modea maximum of 64 camera thumbnails can be shokivthe
camera thumbnail number is more than 64, the cameras will be listed directly by their camera name, not tt
thumbnail. Amaximum of 196 camera names can be listed. If the camera name number is more than 196,
the time view mode will be disabled and the camera view mode will be available only.
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y{StSOG 2yS OFYSN} Ay GKS AYyGSNFIOS IyR (KSy Of
y Click the image box to play the record in the small playback box on the left side of the interface (the box
which has image inside indicates that the record data exist).

Y Refer to the pictue below.Drag the color blocks on the time scale to select the record data and then click
GOELRNILE¢ odzid2y (2 LI2LI dzd G§KS Gelel e dece namé) badkLg 6
F2NXI G YR LI GK YR GKSy Ot A0l G9ELRNIE odzitzy

Record Backup

Note: If you back up the record in private format, the system will back up a RPAS player to USB
device automatically. The private format record can be played by RPAS player only.

2/ tAO01 atfleolO1¢ odzidzy G2 LI I & sAPlbckimidBcddhBRdon y
RSGIAfaod /fA0] aGa9EAGE (G2 SEAG GKS AYyGSNFIOSO
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I:!i” , "'!l ' I""u "‘”n I

Time Slice Search

MethodOneY / ft AO] &, SFNES daz2yiKé 2NJ a5 @&¢ odzitd2y dzy
Y2RS® Ly a5 Klg B eft/rght side pf the time scale to view the record of the
last/nextday; clickia A ydzi S¢ Ay (GKS a&t®RONIUNSEI 23I00 2 ya Aty RGINI
GaAydziSé Y2RST OtAO01 GUKS GAYS &0l S clicka | CokdzNET Si 20
G1 2dzNE Y2RSo®

Method Twao Click BB 6 SAA RS &/ F YSNI ¢KdzYoyl Afé 2y lG&e £ ST
time slice mode.

Method Three Rightclick the mouse on any area of the tirsced interface to go back to the upper
interface.

8.4.2Museum Search

w ClickStarthA Search and ExpdktMuseum Search to go to the following tab as shown below.
Behavior Deteiion: when you select the smart playback mode, the system will analyze the video containing
the object detection, exception, tripwire and intrusion detection.
v/ £A01 a.SKFE@A2NES® { SO GKS aSINOKAy3I (AY sligedSeNR 2
detection record.
9 Check the channel and select the intelligence playback.
vy Set the backup time and select the channel to backup.
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8.4.3Time Search
w Click Stay, Search and Expat¢ A YS { S NOK (2 32 G2 GdKS a¢AYS {
v Click Il on the bottom of the interface to add playback camera. A maximum of 16 cameras can be
FRRSR FT2NJ LX @6l O1® /fAO] aa 2 Ruirbaviociayge thekcdmeiardiL] N
Ot A0l G/ ftSIFENE (2 NBY20S (GKS OF YSNI @
y Click the cameravindowto play the record in the small playback box on the left side of the interface. You
can set the date on the top left of the interface, check the event type as required and click the timerscale
click under the time scale to set the time. The camera window will play the record according to the
time and event type you set.

y5NF 3 GKS O2t2NJ o6f201a 2y UKS GAYS aortsS (G2 ast
bottomleft@ N} SNJ 2F GKS AYyGSNFIFOS (2 asSi GKS ol Of dzLJ
F2NJ NSO2NR o6 O dzLJ® play the@ecordiirt thie Ipl@ybakkdntetfaced dzil (1 2 y G 2

8.4.4Event Search
w Click Star Search and Expat9 Sy G { S NOK G2 32 G2 G9@Syid {SI1

&
-
<
&
3
&
&
]
&
=
&
&

<

Check the event type in the interface as required.
Click to set the start time and end time on the top left of the interface.

<>
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v/ KSO1T OFYSNla 2y GKS tSTG aARS 2F (KS AYyOGSNFI O
to search the record. The searched record will be displayed in the list.

z Click B in the list to play back the record in the popwjndow. Click Bl to back up one record data or
check multiplelNE O2 NR RIGF Ay (GKS fAaid IyR G4KSy Of A01 a.
:{StSOG 2yS NBO2NR RIOlF Ay GKS ftAad FyR G0KSy Of
interface.

8.4.5Bookmark Seait

Only if you add the tags can you play the record by tag search. Click Btagtback to go to the playback
interface and then clicd=l on the bottom of the camera window to add bookmarks when you want to
mark the playback time point of the selected camera.

Click Starh Searchand Expdt. 22 1 Yl NJ a G2 32 G2 a.221YFNJ &g G

Q Search and Export

Click I in the interface to play the record. ClidE to edit the tag name. Cliclill to delete the tag.

8.4.6 Snapshots

Click Starh Searchand Expdit{ VI LJAK2Ga G2 32 G2 a{ylLakKk2dGdas 41
images automatically in the list.

Click I to delete the image. ClicH (i1 2 L2 LJ dzLJ 6 KS G9ELRNIE 66AYyR24¢
LI 6K Ay GKS gAyR2bButtdny R G0KSy Of AO01 a{l @S¢

Click B 12 L2LJ dzLd 6§ KS &+ A SE t expodtBetimager ficlklatview theh O |
previous image; clicdllll to view the next image; clicliEll to delete the image; clicillll to play all the
images.
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8.4.7View Export Status

Click Stary Search and ExpdktExport Status or clicl@® on the tool bar at the bottom of the playback
interface to view the export status.
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9 Alarm Management

9.1Sensor Alarm

To complete the entire sensor alarm settings, you should enable the sensor alarm of each camera and the
set up the alarm handling of each camera.
w Click Stary Setting#\ AlarmA Sensor Alarm to go to the following interface.

Local-14 Sensor14 30 Secs

¥ Select schedule and the alarm type (NO or NC) according to trigger type of the sensor.

y Enable the sensor alarm of each camera.

v/ KSO1 GKS a5dzN) A2y ésr awSHDE&NREEYR{ gt NEXKGHE I fiR
G.dzl T SMHY +EIRBEILASaal 3S-YIAEE I MR N&BY dzA NBR D

z/ £tAO01 a! LI eé¢ G2 al @S GKS aSidiay3ao

The configuration steps of the above mentioned alarm linkages are as follows.

Duration: it refers to the interval time between the adjacent motion detections. Foranesg, if the duration
time is set to 10 seconds, once the system detects a motion, it will go to alarm and would not detect any
other motion (specific to camera) in 10 seconds. If there is another motion detected during this period, it w
be considered & continuous movement; otherwise it will be considered as a single motion.

Record OKSO]l Al YR GKSY (GKS G¢NARIISNI wSO2NRE GAY
6/ 2y FAIdNB ¢ odzilizy G2 LIRLI dzLd G KS 4 sligkllll doserthd St SO
camera as the trigger camera. Select trigger camera on the right side and therlBlicto cancel the
GNARAIISNI OF YSNI® / EAO]l ahyYé odzidzy G2 al @S GKS a
the sensor alarm is triggede

Snapshov  OKSO1 AU FyR (0KSYy GKS G¢NRARIISNI {ylLB&AK2(E
camera in the window. The trigger cameras will snap automatically when the sensor alarm is triggered.
Push:check it and choos®Nor OFF. If it is ON, the system will send messages when the sensor alarm is
triggered.

Alarm-out: OKSO1 AU FYR (K8WziaKBAYRRE IASNI ! I8 NIV dzLJ | dzi
trigger alarmout in the window. The systemill trigger the alarmout automatically when the sensor alarm
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is triggered. You need to set the delay time and the schedule of the alarm outputss.Se@rmout for

details.

Preset OKSO1 Al | yR K Swnhdoivii$pop up BkomhaiS&aMd Gomligliee fha ttigger preset
of each camera. To add presets, please&sErreset Settinfor details

Buzzerif enabled, the system will begin to buzz when the sensor alarm itedgTo set the delay time of

the buzzer, please sess.4 Buzzefor details

Pop-up Videao After camera setting, the system will pop up the corresponding video automatically when the
sensor alarm is triggered. To set the duration time of the video, pleasessEsisplayfor details.

Popup Message Baxf enabledthe system will pop up the corresponding alarm message box automatically
when the sensor alarm is triggered. To set the duration time of the message box, pleases seplayfor

details.

Email: if enabled, the system widlend an email when the sensor alarm is triggered. Before you enable the
email, please configure thdlS O A LImGiladdeess firSt (Ses.1.5 Email Configuratiofor details).

9.2 Motion Alarm

Motion Alarm: when the motion object appears in the specified area, it will trigger the alarm. You should
enable the motion of each camera first and then set the alarm handling of the camera to complete the
whole configuration of the motion alarm.

9.2.1Motion Configuration
w Click Stary Settinggy Camer# Motion to go to the following interface.

Y Select the camera, enable the motion and set the sensitivity and duration of the camera.

Sensitivity the higher the value is, the more sensitive it is to motion. Yaukhadjust the value according

to the practical conditions since the sensitivity is influenced by color and time (day or night).

Duration: it refers to the interval time between the adjacent motion detections. For instance, if the duration
time is set tol0 seconds, once the system detects a motion, it will go to alarm and would not detect any
other motion (specific to camera) in 10 seconds. If there is another motion detected during this period, it w
be considered as continuous movement; otherwiseilt lie considered as a single motion.

gy 5N 3 GKS OF YSNY AYIF3AS G2 asSat GKS Y2i4A2y | NBI o
I NBF® /fA0] awSOSNESE (12-YRARRYIKSIBYDIX2 KO NBV IS
areas.

v/ fAO0] al! LI eé¢ G2 al @S (GKS aSidaAiay3iaod /tA01 at NR
interface of the motion alarm.
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9.2.2Motion Alarm Handling Configuration
w Click Stary Setting#\y AlarmA Motion Alarm to go to the following interface.

yOYylLFofS 2NJ RAAIFIOES awSO2RARE &£ oty NBIA K Mddl I ZoARISREE K Kl
YEAT €D ¢KS FEIFNY KFIYyRfAy3 aSGGAy3a @iBens¥ihaifok 2y | f
details).
g CiO1 a! LI e¢ G2 al@S GKS aStidAay3daae [ 2dz Oy OfAO
interface.

9.3Smart Event
9.3.10bject Detection

Object Detection Configuration

w Click Stary Setting®y Camerd Intelligent Analytic, Object Detection to go to théollowing interface.

Y Select the camera, enable the object detection and set the detect type. There are two detect types:
Abandoned object and missing object.

Abandoned object Alarms will be triggered if there are articles left in the joiefineddetectionarea.

Missing object Alarms will be triggered if there are articles missing indbe&ctionarea dawn by the users.

y Select the alarm area. A maximum of 4 alarm areas can be set.

v Draw the alarm area of the object detection. Refer to the interface agsho I 6 2 S d / KS O]
and then click around the area where you want to set as the alarm area in the image (the alarm area shou

0S I Oft2&aSR INBlI0O® ! yOKSO] GKS 45N} ¢ ! NBF¢ AT @
area.

ZClickd! LILJ ¢¢ (2 al @S GKS aSadiay3ao

:/ fTA0]1 at NPOSaaAyd az2RS¢ G2 332 G2 GKS il NXY KIFy
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OFF Abandoned Object

Object Detection Alarm Handling Configuration
w Click Stary Setting®\ AlarmA Intelligence Alarr, Object Detectiorto go to th

e following interface.
[, A

YOYyLFoftS 2NJ RAalIoOf S 6&F dolt 4 KRtINKT & S ddadz Kk RiSeNdS MEED oG
alarm handling setting afbject detectionalarm is similar to that of the sensor alarm (Segsensor Alarrfor
details).

g/ tAO1 a! LI ee¢ G2 al @S GKS aSitdAay3aae | 2dz Ol y Of
interface.

9.3.2Tampering

TamperingConfiguration
w Click Stary Settinggy Camerd IntelligentAnalytic®y Tamperingo go to the following interface.

Y Select the camera and enable the relevant detection as needed.
Scene Changd@larms will be triggered if the scene of the monitor video has changed.
Video Blurred Alarms will be triggered the video becomes blurry.

Video Color CastAlarms will be triggered if the video becomes obscured.

y Set the sensitivity of the exception detection.

v/ ftAO1 a! LI eé¢ G2 al @S GKS aSidAiay3aao
z/ ftA0]1 at NPOSaaAy3d azRSé¢ ] 0K
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Exception Alarm Handling Configuration
w Click Stary Setting®y AlarmA Intelligence Alarm, Exceptiornto go to the interface.

YOYlFotS 2N RAAIOES of doit 4. KRtiNE A Sz Kdh. RIF@NES MEENRD dd
alarm handling setting aéxceptiondetectionalarm is similar to that of the sensor alarm (Seesensor Alarm

for details).

g/ tAO1 a! LIS e¢ G2 &l OBceptienS2 iHA A4 y@&epibadetaOl KS Of
configuration interface.

9.3.3Tripwire
Line Crossing Configuration
Alarms will be triggered if someone or something crosseptkalefined alarm line.
w Click Stary Settinggy Camerd Intelligent Analyticé, Tripwire to go to the following interface.

Y Select the camera, enable the line crossing detection.

y Select the direction.

Direction: A<>B, A>B and A< optional. It is the crossing direction of the intruder who crosses over the
alert line.

A<>B the alarm triggers when the intruder crosses over the alert line from B to A or from A to B.

A->B the alarm triggers when the intruderasses over the alert line from A to B.

A<B: the alarm triggers when the intruder crosses over the alert line from B to A.

Y5NIF 6 tAYSd® WSFSNI (i2 GKS AYyGSNFIFOS a akKz2gy | 062
image to draw aralert line Uncts O1 G KS a5Nr ¢ fAySé AT &2dz FAYAAK
alert line

z/ £fA0] a! LI e¢ G2 :

:/ fA0] at NPOSaaAy3d az2RS¢ G2 32 G2 S FEIFNY KIFY
Tripwire Alarm Handlig Configuration

w Click Stary Setting#\ AlarmA Intelligence Alarm, Tripwireto go to the following interface.
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YOYyLoftS 2NJ RAalIOfS 6&F doit 4 KRtINKT & S ddaz Kk RiSeNd3 MEED oG
alarm handling setting of linerossingalarm is similar to that of the sensor alarm (®eesensor Alarrfor

details).

g/ tAO1 a! LI ee¢ G2 al @S GKS aSidAy3aao | @diguatiof Of
interface.

9.3.4Intrusion Detection

Intrusion Configuration
Alarms will be triggered if someone or something intrudes into thege®ned area.
w Click Stary Settinggy Camerd Intelligent Analyticg, Intrusion Detection to go to the following interface.

Select the camera, enable the intrusion detection.
Select thealarmarea. Up to 4 alarm areas can be set up.

=< <

AAAAAA

v Draw thealarml NB I 2 F (KS Ay (iNdzaA 2y RSGSOGA2Yyd wSTFSNJI |
and then click around the area where yaant to set as thalarmarea in the image (thalarmarea should

0S I Oft2aSR INBlI0O® ! yOKSO]l GUKS 45N} ¢ ! NBlaarmh T &
area.

z/ ftAO1 a!LIXeé¢ G2 al @S GKS aSaiadAiay3aao

;1 £ A01 &t NB OSaaAyamleding éonfigugatiod idterfacg of intkuSion lddtection.

Intrusion Detection Alarm Handling Configuration
w Click Stary Setting#\ AlarmA Intelligence Alarr, Intrusionto go to the following interface.
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Alarm Management

YOYlLotS 2N RAAIOES of doit 4. KRtiNKE A Sz Kdh. RIF@NES MEENRD dd
alarm handling setting dhtrusion detectionalarm is similar to that of the sensor alarm (®eesensor Alarm

for details).

g/ tAO1 a! LI ee¢ G2 al @S GKS aSiGdAy3aod deteaion Ol y Of
configuration interface.

9.4 Exception Alarm
9.4.1IPC Offline Settings
w Click Stary Setting#\ AlarmA Exceptiory IPC Offline Settings go to theinterface as shown below.

yOYlLotS 2N RAA&IOES oF doit 4.8 KEtiNE & $idda «dh. RIS @NAIENSEGH 24l
.2E¢ WYREE@® ¢KS Lt/ hFFEeAYyS {SG0AY Ignedoibnfon A YA E |
details)

g/ tAO1 a! X ee¢e G2 algS GKS aSiday3lao

9.4.2Video Loss Settings
w Click Stary Setting®\ AlarmA Exceptior Video Loss Settinds go to the interfae as shown below.
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yO9ylrofS 2NJ RAalofsS
aSaal3as
for details).

g/ tAO1 al! LI ee¢ G2 al@gS GKS aSiday3lao

“ GwSO2-NEE £3 ¢y NBE & i 3 oA Gusiahe &8
. -¥ E ETthéViid® LasSettings are similar to that of the sensor alarm gsegensor Alarm

9.4.3Warning Handling Settings

w Click Stary Setting®\ AlarmA Exceptioy, Warning Handling Settinds go to the interface as shown

below.

YOYLoftS 2NJ RAA|-DdiSé M t dzaddAlE SaNEISTE HiNR-Y) A E &€ oF ¥R Sa S E(
handling settings are similar to that of the sensor alarm gegensor Alarfior details)

g/ tAO1 a! LY eéags.G2 &l @S GKS asSdada

9.5 Alarm Event Notification
9.5.1 Alarm-out

w Click Stary Setting®\, AlarmA Event Notification to go to the following interface.

¥ Set the delay time and the schedule of each al@mdzii ® | 2dz Ol y Of A O]
schedules (se@3.1 Add Schedufor details.

g/ tAO1 a! LIS e¢ G2 al @S GKS aSiawpytaad  2dz OFy Of

G9RA

9.5.2E-mail

Click Stary Setting®y AlarmA Event Notificatiod, Email to go to the email configuration interface. Set the
e-mail address of theecipients Seet1.1.5 Email Configuratiorfor details.

9.5.3Display

Click Stary Setting®y, AlarmA Event Notificatiod, Display to go to the display configuration interface. Set
the duration time of the pogpup video and the pomlzLd YSaal 3S o62E® / f AO0] a&! LI
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9.5.4Buzzer
Click Starh Setting#y AlarmA EventNotificationA Buzzer to go to the buzzer configuration interface. Set
GKS RSfle GAYS 2F GKS o6dd 1SN YR GKSy Of A01 a!
buzzer.

9.5.5Push Message
Click Stary Setting#\y AlarmA EventNotificationA Push Message to go to the interface as shown below.
/| KSO1 a9yl ofSé YR GKSYy OfAO] a! LI eé&é¢ odzidGzy
messages to the mobile clients.

9.5.6 Alarm Server
Go to Alarny, Alarm Servemterface as shown below.

Oy lFofS GKS Tl NY aSNBSNI YR SYyGidSNJ aSNBWSNJ I RRN
| SFNIIioSFiGée¢ Aa SyloftSR> aSit GKS AyGSNBlLt GAYSaA
testedsu©SaafdzZ fex LI SFasS Ot A01 a! LI e&éd 2KSy |y

the alarm server. If an alarm server is not needed, there is no need to configure this section.
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Alarm Management

9.6 Manual Alarm
Cick 2y GKS G22f o6FN I G GKS o202y 2
FEFNY® /A0l a/ESIENE G2 aG2L) FtFNYo

9.7 View Alarm Status
Click Star, Setting®\ AlarmA Alarm Status or clicdon the tool bar at the bottom of the live vie

interface toview the alarm status.

] £tA01 &/ fSINE odzidzy G2 aidzL) GKSEDwlidvihndedmiKSy K
information as shown below.

If the exception information is more than one page, you can enter the number in the box and the lEllick
to jump to the specified page. Clidk@l / to view the exception alarm information in the

previous/next page. Clicl@ to play the alarm record.
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10Account & Permission Management

10.1Account Management
Click Stary Setting#y Account andAuthority”A Accoun®y, Edit User to go to the interface as shown below.

Area  displays the user permissions. Area displays the user list. Click the user in the list to display its
user permissions in area .

CKSNE INBE GKNBS RSTR¥MAYABENKVAZAXTY a HRBUNIDSRE |y
adding accounts. You can manually add new permission groupdseedd Permission Grofpr details).
Onlyadmint Yy R 0 KS dzaSNAR (GKI G KI OSNKFREAGRGODUzy i Y yR IS
I O02dzyida® DNRdzZL) 4! RYAYA &G NI G2 NE 2%8/S L0 a6 ! iIGKER diyS
I dz{l K 2aNNtSLaSENY A aaA2ya OFyy2d 6S OKIYy3aISR gKAES GKS
be changed.

10.1.1Add User

w Click Stary Setting®y Account and Authorit§ Accounfy, Add User or clicll beside the search box to
pop up the window as shown below.

Add User
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Y Set the username, password and group. User can also set the pattern lock heremBil@@dress is
2LIA2yFE® /A0 a! RRé (2 | RR GKS dzaSNO®

10.1.2Edit User
Click Stary Settinggy Account and Authorit§y Accounsy Edit User and then clicl@ in the user list or
double click the user to edit the user information. CIlE to delete the user (the useadmin cannot be
deleted).

Administrator

U Edit Security Question

You can set password security onlydoimin® / f A 01 G9RAG { SOdzNAGe& vdzSad;
answers in the popup windowif you forget the password fadmin, please refer to Q4 imppendix A FAGor

details. The passwords of other users can be recovereatlbyin2 NJ 6 KS dza SNAR G KI & KI

P dzi K2NRGEeé LISNYAEZAAZY D

U Modify Password

Only the password aidminOF'y 6S Y2RAFASR® /£ A0l daz2RAFe tl aa
currentd 33 62NR YR GKSyYy aSid yS¢ LI aadag2NRe /fA0] ah
U Modify Pattern Lock

Some models may not support this function.

/| ftAO01 daz2zRATFTE tFGOGSNY [201¢ G2 LRLI dzZLJ I S6AYR26@

Modify Pattern Lock

9YUSNI OdzZNNBy G LI aav2NR YR GKSYy OKSO]l a9yl ofS¢

U Recover Password
/] tA01 awSO2@SNItlaag2NRE (12 NBaSOU GKS LI aag2NRaE
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U Edit User

/ £tA01 G9RAG ! AaSNE (2 LJILJ) athininisengbledsifs yerdsgionlcatrobisk 2 ¢ y
closed and permission group cannot be changed by default. You can ematidalole other users (if

disabled, the user will be invalid), open or close their permission control (if closed, the user will get all the
permissions whicadminK I a0 ' yR &ASG GKSANI LISNXY¥A&aA2y 3INRdAzLIA

Edit User

10.2User Login & ogout

Login ClickStartA Login or directly click the preview interface and then select username and enter the
LI aa62NR Ay (GKS LRLMzZI 6AyR2¢6d /£t A0l a[23AYyEé 0dzi
Logout Click Star Logout or click Sta#f Shutdown topopupthé { Kdzi R2 6y ¢ GAYR26 ®
GKS 6AYR2¢ YR (KSy OftA0O] ahYé¢ odzitz2y G2 23 2d
10.3Permission Management
10.3.1Add Permission Group
Click Stary Settinggy Account and Authorit® Accoun®y Edit Permission Group to go to the interface as
shown below.

Click & to add perm|SS|on group. Set the group name, check the permissions as needed and then set the
G[ 20Kt ¢ YR awSY23iSé¢ LISN¥YAaarzyao /tA0] a! RRé
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10.3.2Edit Permission Group
D2 (2 G9RAG t SNXA&aaArzy ENRtHelgéouplisytd Qlinthelp&Sissiongiupl K S
OGKS 2LISNIGA2ya 2F GKS a9RAG t SNXYA&aA2y DNEPdzLXE
10.3.1 Add Penission Groufor details). ClicklEl to save the group as another grouplick El to delete the
LISNXYA&daAz2y 3INRdzZLIJP ¢KS (GKNBS RSTlLdA G LISNYAZEAAZ2Y
cannot be deleted.

10.4Block and Allow List

w Click Stary Setting®y Accaint and Authorityy Security to go to the following interface.

v/ KSO1 a9yl oftSéeé IyR (GKSy OK224S a9yloftS 1tft2g |
address is in the allow list can acc&éRremotely while the PC client in the block list cannot).

gy ! RR LtkLt as8S3aySyilka!/ ooddiidy GYVRRIKSY DKSOTRRBRI
window (only if you check it can the IP/IP segment/MAC you add be effective). Enter the IP/IP segment/M
yR GKSy Of A0l ahvYé o dzi il yoeditlPYP ségmént/MAT 2cislill to vy ( S NJF
deleteil® / f A0] a! LIXeé¢ G2 al @S (GKS aSiaiAay3aaos

10.5Preview On Logout

Click Stary Setting#gy Account and Authorit® Securityy Previewon Logout to go to the following
interface.
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Set a camera and then enable or disable the preview permission on logout as required. § &ldar® &  LIN.
LISNYA&daAz2y 2y f232dzi A& dGhbézx @2dz Oy @ASgs GKS
the live image of the camera cannot be seen when logged out.

10.6 Password Security
Click Stary Settinggy Account and Authorit Securityy Password Security to go to the following interface.

In this interface, you can set the level and expiration time of the password.

10.7View Online User

Click Stary Settinggy Account and Authority User Status to view the online user information ycan
view the online user name, login type, IP address and login time; Blcko pop up a window showing the
preview occupied channel number and playback occupied channel number).
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11.1Network Configuration
11.1.1TCP/IP Configuration

ClickStartA Settinggy NetworkA TCP/IP to go to the following interface. ChéClbtain an IPv4 address
automatically¢, 60Obtain an IPv6 address automaticalind 6Obtain DN@wutomaticall¢ to get the network
addresses automatically, or manually enter the network addresses. You can modify the MTU value accorc
to the network condition (MTU, Maximum Transmission Unit, can be modiftedrdingto network

condition for higher Btwork transmissiorefficiency). ClickdApply€ to save the settings.

11.1.2Port Configuration
Click Stary Setting®y, NetworkA Port to go to the interface as shown below. Enter the HTTP port, HTTPS

port, server port and RTSP portof th&’ . Sy | 6t S a! y2yeyY2dzé | a ySSRSF
save the settings.

HTTP Portthe default HTTP port of tHeVRis 80. Theort number can be changed to others like 81. The
port is mainly usedior web client access. If you want to access EnéRthrough a web browser, you should

enter IP address plus HTTP port in the address bar of the web browser like http://192.168.11.61:81.
HTTPS Parthe default HTTEport of the DVRis 443.

HTTPs provides authentication of the web site and protects user privacy. How to use it?
9YUSNJ Lt FRRNXaa Lidza 1 ¢¢t LRNIO Ay GKS | RRNBa
password to logn. Click Functional PakgNetworkA HTTPS to go to the following interface.



Function Panel » Https

Enable

Certificate installation
Certificate installation ® Create a private certificate
Signed certificate already available. Install directly
Create a certificate request

Create a private certificate Create |

Lyadlfft I OSNIAFAOFGSO®
F . 2dz Oy ONBIGS I LINAGIGS OSNIAFAOIGS KSNBO® / f
country (only two lettersavailable), domain@VRRd Lt | RRNBAakR2YFAY 0> @I f )
LINE OAYOSkadGlridSz NBIA2Yy YR a2 2y® ¢KSy Of A01 at

F LT GKSNX A& I aA3IySR OSNIAFAOFIGSET Of A0l d&. NP«
*Clickd / NBFGS I OSNIAFAOFGS NBIdzSaidé G2 SyaSNI dKS T2
Enable
Installation type O Have signed certificate, install directly

O Create a private certificate

® Create a certificate request

Create a certificate reques Download || Delete

/] £t A01 &/ NBFGSE (G2 ONBFGS GKS OSNIATAOFGS NBIj dzS:
trusted certificate authority for signature. After receiving the sigiedificate, import the certificate to the
device.

Enable

Certificate installation
Certificate installation Create a private certificate
© Signed certificate already available. Install directly
{#] Create a certificate request
Create a certificate request Create | No files
Certificate request download
Certificate request deletion

Install the generated certificate

P TGSNI GKS OSNIAFTAOFGS KIFra 0SSy AyaidlttSR:E Syl
accessed by entering https://IP: https port via the web browser f{@g://192.168.1.201:44}.

Server Portthe default server port of th®VRs 6036. The server port number can be changed as required.
The port is mainly used in network video management system.

Note: The HTTP port and server podf the DVR should be mapped to the router before you access

tha N\/Dsia \AW/ANI

RTSP PortRTSPeaktime stream protocol can be used to control the sending of-teaé data. By media player which supports the RTSP real

time stream protocol, you can view the live images synchronously. The default RTSP port is 554 and it can be cheeded as
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11.1.3PPPoE Configuration
Click Stary Setting®y NetworkAt t t 29 (2 32 (2 G(KS AyiSNFIOS a aKz2gy o0St26d / KS(
FYR LI ad&d62NR 200GFAYSR FTNRY G(G(KS RSF{SN®W /tAO0] a!Llxee G2 ak @S Gl

11.1.4DDNS Configuration

The DDNS is used to control the dynamic IP address through domain Baewo Technologies provides free
DDNS service with LUased servers. You can accessBhReasily if the DDNS is enabled and configured. Click
StartA Setting®\ NetworkA DDNS to go tthe interface as shown below. The default DDNS type will be
GalISO2RRYyadySiéd ¢KS RST NdzaAad us&iBisyfor foyr domiaity famesok dnter yaurS
own. If invalid or taken, please select another domain name. Click on test to ché&ckfifo, you may now go

to [your domain name].specoddns.net with Internet Explorer and access your recorder remotely.

11.1.5Email Configuration
Click Stary Setting®y NetworkA EY' F Af (2 32 (2 GKS F2fif2¢6AyamahyidsS
address, 8¢t ASNIWSNJ YR {ac¢t LRNI o6&2dz Oy Of A0l a5 S
and then enable or disable the SSL and attaching image. Select the username (the username list will be
updated automatically according to the email address yqui) and enter the password of the sender and
GKSy Of A0l a! L eé¢ (2 alr @S GKS aSitiagay3aa 6e2dz R2
[23AAYyEé A& Syloft SRO® / fAO] -mdl&diness of the redigertn tteidolv & A
YR (GKSy Of A O1-mail hodréss @ teiserdisf will serfd Sme8 to the recipient. If the €
mail is sent successfully, it indicates that thenail address of the sender is configured correctly.
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/ £ A01 Ga9RAG wSialawidy iBtgrface. G2 3I2 G2 GKS

Display Buzzer Push Message

I £tA01 a&! RRé | YR (i K-Bafl adfrgss sntldelécktBe sthBd0ld (If 3 sBhédul@ & sefBcted, the system will send the alarm email
FYR GKS NBOALASYG Attt NBOSAGS AG 2yteée Ay (Kdndawloadddhe Repieat YeuSandzt
Ftaz2z OKFy3s GKS NBOA LK SyMowy NBKES aaadias radilkesReldtedhedpeyie i NSO

al! LI e¢ G2 ar @S GKS aSiada yaikednfigurbion iferface®Mbe denderSY RSNE (2 32 (2 GKS

11.1.6UPnP Configuration

By UPNP you can access iRthrough the web client which is in WAN via router without port mapping.

w Click Stary Setting#\y NetworkA UPnP to go to the following interface.

Y Make sure the routesupports UPnP function and the UPnP is enabled in the router.

gy SettheDVRR& Lt | RRNB&dAasx adzoySd Yrai FyR 3AFGSsgte |y
YyOKSO]l a9yl oftSé Ay GKS AYyUuSNFIOS Fa akKz2gy o0St2s

/ £ A0l awS T NdrésKthe UPnRistata@fythe UPNP statusaysa Ly @ f AR !t yt éa | F
fewtimes, the portnumbemayd S ¢ NRy3Id t f S 4S8 OKIy3IS (KS YIEILM,
G2 Y2RAFEe GKS LENI dzydAf (KS tolthe f6liowing pitctuiedxou cdardeiedy &
the external IP address of tH2VR Enter the external IP address plus port in the address bar of your browse
to access th®VRsuch as http://183.17.254.19:81.
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11.1.7802.1X

If it is enabled, théDVRdata can be protected. When tH8VRs connected to the network protected by the
IEEE 802.1X, user authentication is needed.

To use this function, thBVRshall be connected to a switch supporting 802.1x protocol. The switch can be
considered as an authentication system to identify the device in a local network.IAfReonnected to the
network interface of the switch has passed the authentication ofsWwéch, it can be accessed via the local
network.

Protocol type and EAPOL version: Please use the default settings.

User name and password: The user name and password must be the same with the user name and pass
applied for and registered in the auth@cation server.

11.1.8NAT Configuration

Click Star Setting®)y NetworkAb ! ¢ (2 32 (2 GKS AYyGSNFIFOS F2NJ b!
G! LILX &8¢ G2 gaandBakeinétéSof theSQR icatdg/number under the QR code. Via Internet
Explorer, go t@onnect.specotech.cloud, input the QR code number, your username and password to login

You can also scan the @Rde througltthe Specdlue app on youmobile client phone otabletto log iro
the recorderinstantly.
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11.1.9View Network Status

Click Stary Setting®y, NetworkA Network Status to view the network status or cli on the tool bar at
the bottom of the live view interface to view network status conveniently.

11.2Basic Configuration

11.2.1General Configuration

Click Stary Setting®\ Systermd\, Basi@, GeneralSettings to go to the following interface. Set the device
YIYSES RSOAOS b2z fFy3ddad IS GARS2 F2NXIF G | yR
G[ 23 hdzii ' dzi2YFGAOFtft&é O0AF OKSO| RREBEIG &/xrfaeheey & S
Ldzi2YFGAOFfteéd OAF OKSO|{SRXI @&2dz Oy &aSi GKS &I A

=
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Device NameThe name of the device. It may display on the client end or CMS that help user to recognize
the device remotely.

Video Format Twomodes: PAL and NTSC. Select the video format according to the camera.

Sequence Automatically: KSO1 A G | Yy RTha §stemavidl sefuéncdiahtdfritcably if it is not
operated during the time you set.

11.2.2Date and Time Configuration

Click Stary Setting#\ Systemd\ Basi@ Date and Time to go to the interface as shown below.

Set the system time, date format, time format and time zone of B\éR The default time zone fdledin

our default infa If the selected time zone includes DST, the D$iedime zone will be checked by default.

/[ ftAO1 a! X eé¢ G2 al @S GKS aSidAiay3iao

You can manually set the system time or synchronize systeenwith network through NTP.

Manualy &Sf SOG dal ydz £ ¢ Ay G(KS delé FOENR yi Ky &4 2 BIH 2
set the system time.

NTF¥ aSt SO0 ab¢té Ay GKS a{@yOKNRy2dzaé¢ 2LIWA2Y | VY
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Date and Time

Sync Time With Network

Time Zone / DS

11.2.3Recorder OSD Settings

Click Stary Setting#\ Systemy Basi@, Recorder OSD settings to go to the following interfét&me, icon
and address OSgan be enabled here.

Recorder OSD Settings

Name Enabled

Icon Enabled

Address Enabled

11.3Factory Default
Click Stary Setting#\ System®, Maintenancey CI OG 2 NB 5 S T | dzestorelfat®ry sétkhg§y Of .
button in the interface to reset to the factory defaudettings(checkdall except the network G2 NI G | .
network settings). ClickéRestore default parametérto restore theparametersto the default statugcheck
éall except the network (i 2 tHéBeiwlork séttings)
Note: Resetting to the factory default settings will not change time zone.

11.4Device Software Upgrade

. Upgrade
You can click StatSettinggy Systemd InformationA Basic to view MCU, kernel version and firmware
version and so orBefore upgrade, please get the upgrade file from your dealer.

The upgrade steps are as follows:

w Copy the upgrade software into the USB storage device.

¥ Insert the USB storage device into tH&B interface of thBVR
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y Click Stary Setting#\ System®y Maintenancey ! LJANJI RS (G2 32 (2 a! LJAN)I RS¢
RSOAOS Ay a5S@OAOS bl YSE 2LWA2y FyR 32 G2 GKS LI
a2F¥061 NB | YR ( Kie/sys@m may automaticdllyMdst&t3iaring upgrading. Please wait for
while and do not power off th®VRduring upgrading.

Note: The file system ohte USB mobile device which is used for upgrading, backing up and

restoring should be FAT3Zormat.

Flash Upgrade
The upgrade steps are as follows:
w Copy the flash upgrade files into the USB storage device.
¥ Insert the USB storage device into the USB interface of the DVR.
y Restart the DVR. Then the system will automatically upgrade.

11.5Backup and Restore

You can back up the configuration file of th&Rby exporting the file to other storage devices; you can
recover the configuration to otheDVR which are of the same model with ti8/Roy importing the
configuration file to otheDVR for time saving.

Insert the USB storage device into the USB fatar of theDVRand then click

Starth Setting#\ System®y Maintenancé Backup and Restore to go to the interface.

. Backup
{StSOG GKS ! {. RSOAOS AYy a5S@OAOS bl YSE 2LIA2YT
0l O1ldzld FAE S | y R dalkiyy TOTFARON | faf. & OQfdaL@] ahYé odziGzy

., Recover
{SEtSO0G GKS '{. RSOAOS Ay a5SGAO0S bl YSe 2LIA2YT
odzid2yT FAylLffe OfAO1 ahYé odzidzy Ay (GKS LI LizL]

11.6RestartAutomatically

You can set the automatic restart time for tB8/Rto maintain it regularly. Click

Starth Setting®\ System®y, Maintenance Auto Maintenance to go to the interface as shown below. Enable
auto maintenance, set the interval days and point of time and Sy” Of A O] a! LJLJ &¢ (2
DVRwill restart automatically at the pointed time every interval days.

Auto Maintenance
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11.7View Log
Click Stary Setting®\, Systen®, Maintenancey View Log to go to the log view interface. Select the log main
type, click @l 2 &aSG adlF NI GAYS FyR SyR G4AYS FyR (KSy
displayed in the list.

/] K22a8 GKS f23 FAtS Ay GKS trad yR Boste Of A 01
G/ 2yaSyidé GAGES O6F NI G2 LIRLI dzLJ I YSydz tAadGd / KSC
checked log contents only. Clid to playthe video log.

11.8View System Information

Click Starh Setting®y SystemA L Y F2 NX I 6 A2y YR GKSy Of A01 GKS 02N
G/ FYSNY {GFddzaés a! €1 NY {GFddzaés awSO2NR {0 Gdza
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12 Remote Surveillance

12.1 Mobile Client Surveillance

w Enable NAT in thBVR Refer t011.1.8 NAT Configuratiofor details.

¥ Scan the QRode through the SpeddlueApp available for iOS and Android to easily and securely view
your cameras.

gwdzy GKS Y20AtS OtASyGsE 32 (2 [ KoScadtheREode SfEhADURS £
(Go toStarth Setting®y Systemdy InformationA Basic to view the QRode of theDVR.

vy After scanning the QRode successfully, enter the login password to log in mobile client.

d X B @

12.2Web LAN Access
w Click Star Setting®y NetworkA TCP/IRi 2 32 (2 GKS da¢/ tkLté AYOaGSNFI
gateway, preferred DNS and alternate DNS oflDw#R
¥ Open the web browser on your computer, enter the IP address oDWBin the address bar and then
press enter to go to the login intexte as shown below.ou can change the display language on the top
right corner of the login interfacdenter the username and password of tb&¥Rin the interface and then
Of AOl da[23Ayé¢ G2 32 G2 GKS tAQBS OASHG AYGSNFI OS¢

speco fechnologies | & = 4
Giving You More.

Notes: 1. Please malsure that the IP address of the DVR and the computer are both in the same local network segment. For example, suppotied Ehat
address of the computer is 192.168.1.41, the IP address of the DVR shall be set to 192.168.1.XXX.

2. If the HTTP port of theDVR is not 80, but other number instead, you need to input the IP address plus port number in the |E address bar when
accessing the DVR over network. For example, the HTTP port is 81. You should enter http://192.168.1.42:81 in the |E address b

12.3Web WAN Access

w Set the network of th&VR Please refer ta1.1.1 TCP/P Configuratif®r details.
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v/ fAO1 {GFNIM SGGAYIaMpSGs2N] Mp! ¢ G2 3F2 (2 GKS
Clicka ! LILX 8¢ (2 al @S GKS aSdadidiay3aa FyR YIS y20S 27
Explorer, go to connect.specotech.cloud, input the QR code number, your username and password to log

58
i".-‘};-‘ QR code number ‘
w |

‘_ Enter Your Username ‘
speco TeChHOIOgieSL @ | Enter Your Password ‘

Giving You More.

U PPPoE Access

w ClickStarth Setting®\ NetworkA PPPoll 2 32 (G2 GKS attt29¢ AYUSNFI O
aStidAay3ae IyR GKSYy SyGSNJ GKS dzaASNYIlIYS FyR LI adag
settings.

v Click Stary Setting®y NetworkA Network Status to view the IP address of D€R

y Open the web browser on your computer, enter the IP address ofOh&like http://210.21.229.138 in

the address bar and then press enter to go to the login interfecger the username and password of the
DVRAY GKS AYGSNFI OS | yReluedwintgXaca. O1 a[ 23IAye G2 3I2
U Router Access

w ClickStarth Setting®) NetworkA TCP/IRi 2 32 (2 (KS Setthetlkaddress, subfiét GasE |
gateway, preferred DNS and alternate DNS ofR

Y Set the HTTP port (it is suggested to modify the HTTP port because the default HTTP port 80 might be
taken up) and enable UPnP function in both i&Rand the router. Ithe UPnP function is not available in

the router, you need to forward the LAN IP address, HTTP port and server port@¥&ie the router. Port
mapping settings may be different in different routers, so please refer to the user manual of the router for
details.

y Get the WAN IP address of tB&/Rfrom the router. Open the web browser on your computer, enter the
WAN IP address plus HTTP port like http://116.30.18.215:100 in the address bar and then press enter to ¢

to the login interface. Enter the userme and password of thBVRA Y G KS AYUGSNF I OS |y
go to the live view interface.

Note: If the WAN IP address is a dynamic IP address, it is necessary for you to use the domain nam
access the DVR. Click StdrBettings4 Network4 DDNS to st DDNS (se@2.1.4 DDNS Configuration

for details). By using DDNS function you can use the domain name plus HTTP port like

http://sunshine.dvrdydns.com:100 to access the DVR via internet.

12.4\Web Remote Control

The supported browser®r remote accesare IE8/9/10/11, Firefox, Opera and Chrome (available only for
the versions lower than 45) in Windows system and Safari in MAC system. Here we take |IE browser for
example When you access theVRthrough IE for the first time, you need to download and install the
relative components for normal preview and playback. Please refer to the tips in the remote interfaces for
details. The buttons and icons on the top right corner of the remote interfaeerdgroduced as follows.

admin: the current login username.

Logout click it to log out and return to the login interface.
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Modify Password click it to change the password of the current login user. Enter the current password and
then setanew passworgi G KS L322 LJzL) 6AYyR26d [/ fAO0] GhY$é¢ odziid2
Local Settingg Of AO1 AG (2 OKIy3IS GKS 20t aStaday3ao

~

snapshot path and record path as shownbelow / f A O1 @&! LILJ @ ¢ ingsdzi 2y (2 &l

Snapshots nu
Save snapshots to (C:\Users\hj\Pictures

record files to C:\Users\hj\Videos

12.4.1Remote Preview
/| tA01 a[ADS xASgé Ay GKS NBY2GS AYyGaSNFIFOS G2 32
the four areas marked in the following picture.

U Start Preview

Select a window in the preview area and then click one online camera ogafthahel to preview the
camera in the window. You can click in the tool bar to view all the cameras.

U Left Panel Introduction
Click on the left panel to hide the panel and click to show the panelYou can view all the added

cameras and groups on the left panel.
. View Camera

Click to view the cameras. You can view the number of all the added cameras and the online
camerasFor instance, the left number 3 in on the left panel stands for the numbef online
cameras; the right number 4 stands for the number of all the added caméndst the camera name in the
search box and then click to search the camera. Click to refresh the camera list.

. View Scheme
Click to view the scheme (or planning). All schemes can be shown in the left panel. Double
click the scheme name to invoke it quickly
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